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	Reason for change:
	5G LAN-type service is limited to served by a single SMF in the PLMN. However, UE may access to the 5G LAN-type service in an area not served by the SMF.
Like ETSUN architecture, an I-SMF is inserted to serve the UE location and connected to the SMF.
If multiple UEs access to the same (5G LAN) DNN, and are served by the same I-SMF, to optimize the traffic routing path, it is expected that the traffic between these UEs can be routed by the UPF controlled by the I-SMF. 
This is achieved by SMF to provide the DNAI of interest for this PDU Session for local traffic steering to the I-SMF. I-SMF can indicate the UPF(s) to perfrom local switch or N19-based routing.
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	When an I-SMF is inserted to serve a PDU Session, and SMF provides the DNAI of interest for this PDU Session for local traffic steering to the I-SMF, I-SMF may indicate the UPF(s) (controlled by I-SMF) to apply local switch or N19-based traffic forwarding, as described in clause 5.29.4.

	
	

	Consequences if not approved:
	How UE accesses 5G LAN-type service via I-SMF is unclear.
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5.34.X	Support for 5G LAN-type service
This clause defines the specific impacts of deployments topologies with specific SMF Service Areas on how 5GS supports 5G LAN-type service as defined in clause 5.29.
For multiple UE PDU sessions served by the same I-SMF, and SMF provides the DNAI of interest for this PDU Session for local traffic steering to this I-SMF, I-SMF may indicate the UPF(s) (controlled by I-SMF) to apply local switch or N19-based traffic forwarding, as described in clause 5.29.4.
* * * * End of changes * * * *


