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	Reason for change:
	As defined in TS 25.914, it needs to notify the TSN AF the Information of the detected bridge and detected port before AF session setup.
· If the "TimeSensitiveNetworking" feature is supported and if the PCF becomes aware that 5GS Bridge information for a TSN network is available, but there is no "Individual Application Session Context" resource bound to the SM Policy Association updated with 5GS Bridge related information, the PCF shall inform the TSN AF about the detection of a new 5GS Bridge in the context of a PDU session by sending a notification request to the request URI locally configured in the PCF for this TSN network.

	
	

	Summary of change:
	Correct PolicyAuthorization_Notify to include the information of the detected bridge and detected port of the bridge.

	
	

	Consequences if not approved:
	Notification of the information of the detected bridge and detected port to the TSN AF is missing in stage 2.
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FIRST CHANGE
5.2.5.3.5
Npcf_PolicyAuthorization_Notify service operation

Service operation name: Npcf_PolicyAuthorization_Notify

Description: provided by the PCF to notify NF consumers of the subscribed events.
Inputs, Required: Event ID.

The events that can be subscribed are defined in clause 6.1.3.18 of TS 23.503 [20].

Inputs, Optional: Event information (defined on a per Event ID basis) are defined in clause 6.1.3.18 of TS 23.503 [20], Notification Correlation Information (information to identify the application session).

Notification Correlation Information is mandatory except in the case of the Manageable Ethernet Port detected event if no AF session exists between the PCF and the AF.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Port Management Information Container, MAC address and related port number, information of the detected bridge, information of the detected port(s) in a bridge.
END OF CHANGES
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