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Abstract: This contribution proposes to update TR 23.572 Key Issues #2 to clarify the impacts on PC5 necessary to ensure compatibility with Uu Alternative QoS Profiles.
1. Discussion
TR 23.572 cl. 4.1 “Architecture Requirements” includes, among the requirements list, the following text:
“In order to satisfy the normative stage-1 general requirements in TS 22.278 [2] and TS 22.261 [3] and TS 22.115 [4], the system shall:

[…]
-
enable the path selection between a PC5 path and a Uu path, or path selection/switching between two PC5 paths, e.g. UE-to-Network Relay or UE-to-UE Relay path selection/switching.
-
enable the service authorization and provisioning of the ProSe-enabled UEs.

-
enable QoS support on PC5.
[…]
Release 16 TS 23.501 cl. 5.7.1.2a “Alternative QoS Profile” introduces the possibility to associate a QoS Flow to the QoS profile and, additionally, to a list of Alternative QoS Profiles.
In order to fully satisfy the requirements as per TR 23.572 cl. 4.1 it is necessary to ensure compatibility with the support of Alternative QoS Profiles. The impact on PC5 to ensure compatibility with Uu Alternative QoS Profiles needs to be studied. To this end, updates to Key Issues #2 are proposed.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.572.

* * * * Beginning of changes * * * *
5.2
Key Issue #2: Support for NR PC5 ProSe communication

5.2.1
General description
In TS 22.261 [3] and TS 22.278 [2], use cases and requirements for ProSe services are described, including public safety and interactive services. NR PC5 ProSe communication including unicast and groupcast needs to be supported for the case of public safety and interactive service.

Following assumptions apply to this key issue:

-
For one-to-many direct communication and one-to-one direct communication differences with what is documented in TS 23.287 [5] clause 5.2 will be documented;

-
For QoS support differences with what is documented in TS 23.287 [5] clause 5.4 will be documented, including necessary clarifications to ensure NR PC5 compatibility with Uu QoS features.
* * * * End of changes * * * *[image: image1.png]
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