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Proposal
It is proposed to adopt the following changes in TR 23.700-93.
FIRST CHANGE

[bookmark: _Toc524147942]5.X	Key Issue #X: Supporting MA PDU with 3GPP access leg over EPC and Non-3GPP access leg over 5GC
[bookmark: _Toc524147946]5.2.1	General Description
This feature is already supported for 5G RG (as defined in TS 23.316 [xx] clause 4.12.3) and the Key Issue is to extend the support to UEs in general.
This Key Issue addresses how to support an MA PDU session with its 3GPP access leg over EPC and its non-3GPP access leg over 5GC, including the following aspects:
1.	How to establish a new MA PDU session with its 3GPP access leg over EPC and its non-3GPP access leg over 5GC?
2.	How to replace the 3GPP access leg of a Rel-16 MA PDU session (i.e. both access legs over 5GC) with the 3GPP access leg over EPC, or vice-versa?
3.	Whether and how to enhance ATSSS rules to support traffic steering over both EPC and 5GC?
4.	Identify gaps (if any) of the existing Rel-16 ATSSS interworking support for 5G-RG to support UEs in general. Additional solutions are not precluded but re-use of the Rel-16 solution is preferred assuming it meets the requirements.
NOTE:	MA PDU session with its non-3GPP access leg over EPC is not in the scope of FS_ATSSS_Ph2.
END OF CHANGES
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