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	Reason for change:
	For operators having a hybrid backhaul deployment (e.g., an AN has heterogeneous backhaul connections), the backhaul-aware (i.e., QoS limitation-aware) UPF selection proposed in Solution #11 is one of the key features that need to be supported.

However, Solution #11, which has been concluded to be adopted as a baseline for the normative work, is incomplete since it does not support a way to activate the QoS limitation-aware UPF selection.

The current conclusion on Solution #11 needs to be updated in order to make sure that a way to activate the QoS limitation-aware UPF selection should be developed in the normative work.

	
	

	Summary of change:
	The following sentence is added to the conclusion on Key Issue #5:
A way to activate the QoS limitation-aware UPF selection which is missing in Soltuion #11 shall be supported in the normative work.

	
	

	Consequences if not approved:
	QoS limitation-aware UPF selection cannot be fully supported for a hybrid backhaul deployment.
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START of CHANGE(All text is new)
8.5	Conclusion on solutions for Key Issue #5
It is proposed to use Candidate Solution #11 for the basis of normative work. Whether and when QoS limitation defined in Solution #11 needs to be considered for UPF selection may be discussed in the normative work.”
For mobility aspects, it is proposed to use Candidate Solution #14 as way forward for KI#5, depending on decisions to be made by RAN groups with respect to mobility and QoS.
End of CHANGES


