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Abstract of the contribution: This paper proposes to update Solution#4 for PC5 group communication for commercial services by resolving PC5 message type related EN in TR 23.752.
1. Discussion
In Solution#4 "PC5 group communication for commercial services", the following EN exists and needs to be resolved.
Editor's note: It is FFS which type of PC5 messages (e.g. PC5 user traffic, PC5 discovery message, PC5-S signalling, etc) is used for the messages exchanged over PC5 reference point in the procedures described in this clause.
The parameters/information included in the messages exchanged over PC5 reference point described in the procedures of clause 6.4.2 are mostly application layer related information such as Application ID, Application Layer User ID, etc.

Anyhow, the following parameter provided by ProSe layer is also included in a Discovery Accept message (in step 5a/b of Figure 6.4.2.1-1).
-
Destination Layer-2 ID: a destination link-layer identity to be used for this group communication. This is assigned by UE-1.


[image: image1.emf]UE-1

(Leading UE)

UE-2 UE-3 UE-4

Application 

Server

1. Discovery Request

2a. Discovery Response

2c. Discovery Response

3. Group Communication Check Request

4. Group Communication Check Response

UE-5

2b. Discovery Response

5a. Discovery Accept

5b. Discovery Accept

7a. Discovery Complete

7b. Discovery Complete

6a. Group Communication Information

6b. Group Communication Information

8. Service data (Groupcast)


Figure 6.4.2.1-1: PC5 group communication establishment for commercial services
Therefore, using PC5 user traffic including application layer message/signalling is not considered appropriate.

It is proposed to use PC5 discovery messages for the messages exchanged over PC5 reference point in the procedures described in clause 6.4.2.
2. Proposal
It is proposed to agree the following changes into TR 23.752.
* * * * Start of Changes * * * *
Solution #4: PC5 group communication for commercial services
6.4.2
Procedures
6.4.2.0
General
PC5 discovery messages are used for the messages exchanged over PC5 reference point in the procedures described in the following clauses.
NOTE 1:
The application layer signalling messages exchanged between UE and Application Server in the procedures described in this clause are for information and out of scope of this study.

NOTE 2:
For the interaction with Application server, coordination with SA6 is needed.
* * * * End of Changes * * * * 
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