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Abstract of the contribution: This contribution address the ENs in solution #14.
Discussion
This contribution addresses the following EN. 

Editor's note: It is FFS whether and how the AF influences CHF.

Solution #14 does not require the AF interacts with CHF, and then AF does not influence CHF. So the EN should be removed.
Proposal

It is proposed to include the changes in TR 23.752.
* * * Start of change * * * 

6.14
Solution #14: Charging Usage Information Configuration
6.14.1
Description

The PCF provides usage reporting rule to the UE for controlling how usage reporting is performed. The PCF also provides reporting trigger events to the UE for when to report usage information over PC5. The reporting trigger events (e.g. triggers, threshold information etc.) is determined by the PCF. In addition to the charging information defined in TS 32.277 [13], the AF may provide additional charging information based on the assistance information from the external AF.

The provisioning procedure can reuse the existing provisioning procedure defined in clause 6.2.2 and clause 6.2.5 of TS 23.287 [5].

NOTE:
The detailed usage reporting rule content is decided by SA WG5.


6.14.2
Procedures
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Figure 6.14.2-1: Charging usage information provisioning

1.
The PCF may obtain charging assistance information (e.g. service information, group information, UE to be charged information) from the AF.

2.
The PCF generates the charging usage reporting rule sends the charging usage rule to the UE using the existing procedure as defined in clause 6.2.2 of TS 23.287 [5].

3.
UE stores the charging usage rule and if PC5 communication happens, and the usage report is triggered as defined in charging usage rule configured in step 2.

UE sends charging usage report to the network as defined in other solutions in this TR.

6.14.3
Impacts on Existing Nodes and Functionality
Impact on PCF:

· Generate charging rule for PC5 communication, additionally based on assistance information from AF.
· Provision the charging rule to the UE using existing provisioning procedure.

Impact on UE:

· Store the charging rule and report the usage information as the charging rule.
* * * End of changes * * * 
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