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Abstract: This paper propose the conclusion for eNPN on MBS support.
1. Introduction
On this issue, three scenario need to be discussed.
1. UE access SNPN multicast services via SNPN. Since the architecture of SNPN is aligned with PLMN, the solution to MBS for SNPN should be consistent with the MBS for PLMN.
2. UE access PLMN multicast service via SNPN. Current architecture that UE access PLMN service via SNPN is shown as below. Since there is IPSec tunnel between UE and N3IWF, how the multicast traffic can be transmitted over IPSec tunnel is out of current 5MBS scope. 
Potentially, there is several difficult problems need to be solved, including:
How to manage the multicast tunnel between RAN and core network, in case IPSec tunnel existed? Is it multicast tunnel between RAN and UPF or N3IWF? Other issues are need to be discussed.
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As a result, it is proposed not support “UE access PLMN multicast service via SNPN” in this release.
3. UE access SNPN multicast service via PLMN. Similar issue as item 2 and it is proposed not support “UE access SNPN multicast service via PLMN” in this release.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-07
* * * * First change * * * *

8
Conclusions

8.X
Key Issue #<2>: NPN support for Video, Imaging and Audio for Professional Applications (VIAPA)
This clause capture conclusions for Key Issue #<2>.
On the issue to support multicast in NPN,
· In case UE is connected over SNPN, UE obtain multicast downlink SNPN services as the study of FS_5MBS with the difference that PLMN is replaced by SNPN. Further adaption may needed during normative phase based on progress of 5MBS study. 
· It is not supported in this release that UE access PLMN multicast Service via SNPN.
· It is not supported in this release that UE access SNPN multicast Service via PLMN.
* * * * End of changes * * * *[image: image2.png]
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