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1. Introduction

Other contributions have outlined that the serving CSCF selection be made at the CSCF that plays the role of the Interrogating CSCF. This contribution proposes modifications to the registration flows in TS 23.228 to achieve this.
2. Proposal

It is requested that SA2 adopt the following modifications to the figure and text in Appendix B.3.1 in TS 23.228 and incorporate the following figure and bold text into TS 23.228 Appendix B.3.1.
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Figure B-1 Start of Registration

____________________________________________________________________________________________

A1
Register




Ue to Proxy

	
	Control information
	

	
	Ue address

Subscriber Identity

home domain name
	


Initiation of information flow:  Ue securing a signalling channel in the “PS” domain, and deciding to initiate the IPMM subsystem registration.

Processing upon receipt:  When the proxy receives the registration request, it examines the “home domain name” to discover the entry point to the home network.  The proxy will insert its own “name” in the contact header, and insert the local network capabilities, the local network entry point into the Register information flow.  The information flow (A2) is initiated.  A name-address resolution mechanism is utilised in order to determine the destination of information flow (A2), with the home domain name as the input.

____________________________________________________________________________________________

A2
Register


Proxy to hInterrogating CSCF

	
	Control information
	

	
	proxy name

Subscriber Identity

home domain name

Local Network contact name (the name that the registration would be returned to in the case of visited serving CSCF)

Local Network capabilities
	


Initiation of information flow:  Receipt of information flow (A1).

Processing upon receipt:  When the Interrogating CSCF receives the register information flow (1), it queries the HSS with information flow (A3). It is FFS whether the terminal name, or proxy name, or both is included within this and subsequent Register messages.

____________________________________________________________________________________________

A3
Cx-Query


hInterrogating CSCF to hHSS

	
	Control information
	

	
	proxy name

Subscriber Identity

Local Network contact name

Local Network capabilities
	


Initiation of information flow:  Receipt of information flow (A2).

Processing upon receipt:  Information flows (A3), (A4) and (A5) are treated together.

____________________________________________________________________________________________

A4
Cx-Query-Response

hHSS to hInterrogating CSCF

	
	Control information
	

	
	Required Capabilities

Other FFS
	


Initiation of information flow:  Receipt of information flow (A3).

Processing upon receipt:  After processing information flow (A4) it is assumed that the authentication of the user has been completed and is successful (although it may have occurred at an earlier point in the message flows). The behaviour of the hInterrogating CSCF is dependant upon whether the serving CSCF is determined to be in the home network or in the visiting network.  The selection criteria includes the serving network capabilities, the subscriber identity and the subscriber capabilities. Based on these factors, the I-CSCF determines if service is provided in the home or visited network. This decision is represented by the decision (A5) in Figure x-1.  The selection mechanism is implementation specific and is outside the scope of this document. The hInterrogating CSCF has received the name of the HSS and will forward this to serving CSCF for the purpose of downloading the subscriber profile.

____________________________________________________________________________________________

A5
Cx-Put

I-CSCF to HSS

	
	Control information
	

	
	-
	


Initiation of information flow:  Receipt of information flow (A4).

Processing upon receipt:  :  The  behaviour of the hInterrogating CSCF is dependant upon whether the serving CSCF is determined to be in the home network or the visited network.  In the case where the serving CSCF is determined to be in the home network, then the hInterrogating CSCF has the name of the Serving CSCF, and the Cx-Put message is sent to the HSS with the IP address of the Serving CSCF and information flow (H1) is initiated.  In the case where the serving CSCF is determined to be in the visited network, the hInterrogating CSCF has the name of the vInterrogating CSCF, which was provided to the home network in information flow (A2), and the Cx-Put message is sent to the HSS with the IP address of the vInterrogating CSCF and information flow (V1) is initiated. A name-address resolution mechanism is utilised in order to determine the destination of information flow (H1) or (V1), with the serving CSCF name or vInterrogating CSCF name as the input.
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