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Abstract of the contribution: This paper proposes some impacts to solution #16.
[bookmark: _Toc462478989]1 Discussion
In solution #16 of TR 23.748, it proposes that the UE gets Edge Configuration Server Information carried in the PCO from the SMF during the PDU Session Establishment procedure.  
By using NAS to carry ECS info, the impacts on UE OS kernel (Android) is inevitable, UE OS kernel has to design new standard interface (such API) for functional invocation and adaptation. At least for now, the information from NAS is not allowed to communicated with application client directly. These impacts need to be reflected. 
2 Proposal
It is proposed to add the following solution in TR 23.748.
[bookmark: _Toc517082226]* * * * Start change * * * *
[bookmark: _Toc523985665][bookmark: _Toc43317340][bookmark: _Toc43374812][bookmark: _Toc43375273][bookmark: _Toc43801797][bookmark: _Toc43806063][bookmark: _Toc43806370]6.16.4	Impacts on services, entities and interfaces
UE:
-	Provides an indication of Requesting Edge Configuration Server Information to the AMF during Registration.
-	Receives Edge Configuration Server Information from the AMF during the (re-)Registration and UE Configuration Update procedures.
-	Impact on UE OS kernel (Android) to obtain ECS information from UE chips and implement new API for delivery of the ECS information to upper layer application.
UDM/UDR:
-	A UE's subscription information may include Edge Configuration Server Information (i.e. one or more FQDNs and/or IP Address(es) of Edge Configuration Servers).
SMF:
-	May receive an indication of Requesting Edge Configuration Server Information from the UE during PDU Session Establishment.
-	Sends Edge Configuration Server Information to the UE during the PDU Session Establishment procedures.
-	Receives Edge Configuration Server information from the UDM/UDR during PDU Session Establishment (when Nudm_SDM_Get is invoked).
* * * * End of changes * * * *
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