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1
Introduction

Following are the essential features for delivery mothed switching that has been documented or implied in TR 23.757:
A) Delivery method/mode switch

A.1) Unicast/Multicast mode switch

A.1.1) Support MB-SMF and RAN triggered MC->UC switch;

A.1.2) Support UE initiates UC<->MC switch via UP+N4, and SMF interacts with AF;

A.2) Delivery method switch

A.2.1) Support MB-SMF and RAN triggered CN delivery method switch;

A.2.2) Support UE triggered CN delivery method switch;

A.2.3) RAN PTP/PTM switch with CN involvement;

A.2.4) RAN PTP/PTM switch without CN involvement;

A.2.5) Network triggers UE to initiate multicast session join for shared->individual switch;

A.2.6) Network triggers UE to initiate multicast session join for individual->shared switch;

A.2.7) Network performs individual->shared switch and notifies UE after resource reserved;

B) Service continuity

B.1) MBS traffic forwarding during handover

B.1.1) Support handover with MBS traffic forwarding;

B.1.2) Not support handover with MBS traffic forwarding;

B.1.3) Stop data forwarding based on N3/Xn UP SN matching;

B.1.4) Stop data forwarding based on UP end marker;

B.2) Enhancement on handover

B.2.1) Support Xn handover with CN interaction during handover preparation phase;

B.2.2) Support trigger handover based on measurement report with MBS Session ID;

B.2.3) CN provides <TMGI, QFI> association information for PDU Session to RAN before handover;

2
Proposal
It is proposed to capture the following changes into TR 23.757.
* * * * First change * * * *

8
Conclusions
8.X
Key Issue #7: Reliable delivery method switching between unicast and multicast
Based on the evaluation in clause 7.X, following are the interim agreement:

-
The UE shall be able to trigger the CN delivery method switch. (A.2.2) 
-
The network shall support service continuity with MBS traffic forwarding. (B.1.1) 
-
The network shall support terminating MBS traffic forwarding based on NG UP SN matching. (B.1.3) 
-
The network and UE shall support handover procedure based on measurement report with MBS Session IDs. (B.2.2) 
Editor's note: More interim agreements may be needed. 
* * * * End of change * * * *
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