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Abstract of the contribution: This paper proposes to update Solution#44 to describe impacts in TR 23.700-91.
1. Discussion
In Solution#44 (Analytics for Session Management Congestion Control Experience), 
-
clause 6.44.5 needs to be filled, so it is proposed to add description in this clause.
-
some editorial changes are also made.
2. Proposal
It is proposed to agree the following changes into TR 23.700-91.
* * * * Start of Changes * * * *
6.44.2
Input Data

For the purpose of SMCCE analytics, the NWDAF collects the Data as listed in Table 6.44.2-1.

Table 6.44.2-1: Data collected by NWDAF for SMCCE analytics
	Information
	Description

	UE ID
	SUPI

	SMCC experience for PDU Session
	Data related to SMCC experience per PDU Session

	  > DNN
	DNN for the PDU Session that SMF collects Data related to SMCCE

	  > S-NSSAI
	S-NSSAI for the PDU Session that SMF collects Data related to SMCCE

	  > Start time of data collection
	Start time of data collection

	  > End time of data collection 
	End time of data collection

	> SM NAS request from UE (1..max)
	Information on SM NAS messages that SMF receives from UE for PDU Session

	>> Type of SM NAS request
	A type of SM NAS message transmitted by UE (e.g. PDU Session Establishment Request, PDU Session Modification Request, etc)

	>> Timestamp
	A time stamp when SMF receives SM NAS message from UE

	  > SM NAS reject/command with backoff timer (1..max)
	Information on SMCC applied to UE for PDU Session

	>> Type of SM NAS reject/command
	A type of SM NAS message with backoff timer provided to UE (e.g. PDU Session Establishment Reject, PDU Session Modification Reject, PDU Session Release Command, etc)

	>> Timestamp
	A time stamp when SMF sends SM NAS message to UE

	>> Provided backoff timer
	A value of backoff timer provided to UE

	>> Type of applied SMCC
	A type of applied SMCC, i.e. DNN based congestion control or S-NSSAI based congestion control


The SMF collects Data related to SMCC experience for all PDU Sessions it serves as listed in Table 6.44.2-1 and can store the collected Data to Data Storage if available, e.g. periodically, when the collected data reaches the maximum number, etc.

* * * * Start of Next Change * * * *
6.44.5
Impacts on services, entities and interfaces


NWDAF
-
supports a new Analytics ID = "Session Management Congestion Control Experience".
SMF

-
collects Data related to SMCC experience for all PDU Sessions it serves.
-
provides the Data related to SMCC experience to the NWDAF.
-
stores the Data related to SMCC experience to Data Storage if available.
-
supports service consumer functionality for a new Analytics ID = "Session Management Congestion Control Experience".
* * * * End of Changes * * * * 
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