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1. Overall Description:
SA2 has been discussing on Rel-17 FS_5MBS solutions since SA2 #135 meeting. Based on the agreements made at the SA2 #140 e-meeting, SA2 agreed to send the updated version of the Technical Report TR 23.757 to RAN2 to facilitate work of RAN2.
SA2 would like to kindly ask RAN2 to consider the following aspects:
-	Some solutions assume the UEs receive MBS data in CM-CONNECTED state. The RAN node maintains UE context and MBS context, to enable the switching between PTP and PTM for MBS data transmission. SA2 would like to confirm with RAN2 the feasibility of this design.
-	Way forward for supporting the UEs receiving MBS data in CM-IDLE state, and kindly inform SA2 if any.
-	Possible way of handling the Multicast/Broadcast data for the Handover scenario. 
[bookmark: _GoBack]-	To enable 5GC shared MBS traffic delivery, a shared tunnel might be used, and RAN node needs to support Multicast/Broadcast downlink tunnel management with 5GC.
-	[Depends on the outcome of SA2] SA2 would like to inform RAN2 that SA2 agreed Architecture 3 in section A.3 is used as the baseline architecture.
2. Actions:
To RAN2 group.
ACTION:  
SA2 respectfully requests RAN2 to take this information into account and provide feedback, if necessary.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #141E		October 12 – 23, 2020			Elbonia
TSG-SA2 Meeting #142E		November 16 – 20, 2020			Elbonia


