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Abstract of the contribution: This paper proposes the UE leaving procedure for the solution#10
1. Proposal

It is proposed to agree the modification text to TR 23.757
*****************************************START of CHANGE **********************************************

6.10.2.X
Session leave
The UE use the Session Leave procedure to inform the network of the UE interest in an MBS Session.
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Figure 6.10.2.X-1: UE leave multicast session procedure
1.
The UE has joined multicast service as specified in clause 6.10.2.1.

At any time the UE may determine to leave the multicast service.
2.
The UE sends the UE leave multicast request to the network. 


In the U-plane alternative, the UE sends IGMP/MLD leave message. The UPF detects the IGMP/MLD leave message, and notifies the SMF.

In the C-plane alternative, The UE sends the PDU Session Modification Request which includes the information about the multicast service to be leaving.
3.
The MB-SMF notify the MBSF, the UE leave the multicast session. If the UE is the last UE in this multicast session in the MB-SMF, the BM-SMF sends MBS session release request to MBSF.

4.
If MBSF receives MBS session release request. It request the MBSU to release the tunnel between MBSU and MB-UPF. 
5.
The MB-SMF initiate the PDU session modification procedure to release the QoS flow of PDU session of UE corresponding to the MBS flow of the MBS session which UE is leaving.
6.
The MB-SMF initiate the MBS session modification to NG-RAN. If the UE is the last UE for the MBS session, the MB-SMF send MBS session release to NG-RAN.
7.
The NG-RAN release the UE MBS context.
8.
UE sends the PDU session modification ACK to SMF.
9.
The NG-RAN send MBS session modification/release response to SMF.
10.
If the UE is the last UE in this multicast session, the SMF request the UPF to release the tunnel for the MBS session.

*******************************************End of CHANGE **********************************************
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