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1
Introduction

This paper proposes evaluation for KI#3.
2
Discussion

Following are the feature list for authorization that has been documented or implied in TR 23.757:
A) No authorization

B) Network authorization

C) Application authorization

3
Proposal
It is proposed to capture the following changes into TR 23.757.
* * * * First change * * * *

7
Evaluation

7.X
Key Issue #3: Levels of authorization for Multicast communication services
Editor's note: More evaluations may be needed.

Following items are the summary of feature design opinions related to authorization that are illustrated in candidate solutions: 
A) No authorization;
B) Network authorization;
C) Application authorization.
Candidate solution #4 and #16 indicate to support network authorization during service context operations, this way implies that 5GS manages the member group for a MBS session and authorization for the MBS session is required, e.g. by subscription or service requirement. This method can be applied when long term MBS session is deployed or full mode is deployed, and no privacy issue for group member between application server and MNO exists. 
Candidate solution #4 and #14 indicate to support application level authorization during service context operations, this way implies that application server, instead of 5GS, manages the member group for a MBS session, and authorization for the MBS session is required, especially for temporarily deployed MBS session, e.g. live concert. This method can be applied when transport only mode is deployed or temporary MBS session is deployed. 
Other candidate solutions (e.g. solution #2 and #3) do not describe authorization. However this authorization can be done per subscription as usual, i.e. network authorization, when UE join the MBS session. 
* * * * End of change * * * *
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