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Abstract of the contribution: This paper proposes overall evaluation and conclusion on Key Issue#5: Support direct communication path selection between PC5 and Uu.
1. Discussion
For KI#5 (Support direct communication path selection between PC5 and Uu), one solution is in TR 23.752.
-
Solution #12: Policy based network-assisted Path Selection
This paper proposes overall evaluation and conclusion on KI#5.
2. Proposal
It is proposed to agree the following changes into TR 23.752.
* * * * Start of Changes * * * *
7
Overall Evaluation

7.x
Key Issue #5
For Key Issue #5 (Support direct communication path selection between PC5 and Uu):

-
Solution #12: "Policy based network-assisted Path Selection" proposes that the path selection policy rules are determined by PCF based on triggers:

-
by the PCF (as described in clause 6.2.2 in TS 23.287 [5])

-
by the UE (as described in clause 6.2.4 in TS 23.287 [5]),

-
by the AF (as described in clause 6.2.5 in TS 23.287 [5]).

-
Solution #12 also proposes policy rules update based on 
-
QNC notifications from RAN 
-
or analytics information from NWDAF
-
or AF request based on topology formation or changes observed [criteria outside of the scope of SA WG2].  
* * * * Start of Next Change * * * *
8
Conclusions

8.x
Key Issue #5
For Key Issue #5 (Support direct communication path selection between PC5 and Uu), the followings are taken as interim conclusion:
-
Path selection policy is provided to the UE to indicate which path(s) is preferred for ProSe application(s) or ProSe service type(s) (i.e. PC5, Uu or no preference indicated).

-
The path selection policy can be (pre)configured in the UE or provided by the PCF.
-
Whether path selection policy rule is one component of URSP, part of ProSe policy (i.e. configuration parameters to the UE) or a separate policy, also the precedence of corresponding policy rules versus others is FFS.
-
It is also FFS whether and how the path selection policy rules can be updated before the path selection occurs. 
* * * * End of Changes * * * * 

3GPP

SA WG2 TD


