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*** Begin of Change ***
[bookmark: _Toc20203980][bookmark: _Toc27894666][bookmark: _Toc36191733][bookmark: _Toc45192819]
4.x.x Support of integrating satellite access into 5GS
4.x.x.x UE or network requested PDU Session Modification in case of satellite access (non-roaming and roaming with local breakout)
When using satellite access some adaptations may be required in the process of PDU session modification described in figure 4.3.3.2-1, namely:
[bookmark: _GoBack]In step 2,  the PCF may consider the satellite RAT Types (e.g. NR(LEO), NR(MEO), NR(GEO), NR(OTHERSAT)) for policy decisions. 

*** End of Change ***

4.3.3.2	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)
The UE or network requested PDU Session Modification procedure (non-roaming and roaming with local breakout scenario) is depicted in figure 4.3.3.2-1.


Figure 4.3.3.2-1: UE or network requested PDU Session Modification (for non-roaming and roaming with local breakout)




*** End of Change ***
[bookmark: _Toc45192811][bookmark: _Toc36191725][bookmark: _Toc27894658][bookmark: _Toc20203973]

4.3.3.2	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)
*** Begin of Change ***
1f.	(AMF initiated modification) If the UE supports CE mode B and use of CE mode changes from restricted to unrestricted or vice versa in the Enhanced Coverage Restriction information in the UE context in the AMF and the UE has already established PDU sessions, then the AMF shall trigger a PDU session modification to the SMFs serving the UE's PDU sessions when the AMF determines that NAS-SM timer shall be updated due to the change of Enhanced Coverage Restriction and include the extended NAS-SM indication only if use of CE mode B is now unrestricted in the Enhanced Coverage Restriction information in the UE context in the AMF.
	
	Based on the extended NAS-SM timer indication, the SMF shall use the extended NAS-SM timer setting for the UE as specified in TS 24.501 [25].

*** End of Change ***


4.3.3.2	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)
*** Begin of Change ***
2.	The SMF may need to report some subscribed event to the PCF by performing an SMF initiated SM Policy Association Modification procedure as defined in clause 4.16.5.1. This step may be skipped if PDU Session Modification procedure is triggered by step 1b or 1d. If dynamic PCC is not deployed, the SMF may apply local policy to decide whether to change the QoS profile.
	
	Steps 2a to 7 are not invoked when the PDU Session Modification requires only action at a UPF (e.g. gating).

*** End of Change ***


4.3.3.2	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)
*** Begin of Change ***
3b.	For SMF requested modification, the SMF invokes Namf_Communication_N1N2MessageTransfer ([N2 SM information] (PDU Session ID, QFI(s), QoS Profile(s), [Alternative QoS Profile(s)], Session-AMBR, [CN Tunnel Info(s)], QoS Monitoring indication, QoS Monitoring reporting frequency, [TSCAI(s)]), N1 SM container (PDU Session Modification Command (PDU Session ID, QoS rule(s), QoS Flow level QoS parameters if needed for the QoS Flow(s) associated with the QoS rule(s), QoS rule operation and QoS Flow level QoS parameters operation, Session-AMBR))).
	
*** End of Change ***
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