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	In Annex A of TS 23.287, it was written:

When SMF provides to the UPF the traffic steering policy corresponding to the DNAI generated based on the AF request, the UPF routes the traffic based on the traffic steering policy.
However, according to TS 23.501, in case of dynamic PCC, SMF configure N4 rules to UPF, not policy.  And in case of pre-defined PCC case, in TS 23.501, it was specified that:
When SMF provides to the UPF the traffic steering rules or traffic steering policy identifier (for pre-defined PCC rule case) corresponding to the DNAI generated based on the AF request, the UPF routes the traffic based on the traffic steering policy.
Therefore, current statement in TS 23.287 needs to be clarified and align with TS 23.501.
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* * * * Start of 1st Change * * * * 

Annex A (informative):
Application Function influence based edge computing for V2X services
To route V2X messages or any traffic for V2X purposes to/from V2X Application Server(s) in a local Data Network (DN) close to NG-RAN, V2X Application Server operated by e.g. operators, OEMs, road authorities, can use the Application Function (AF) influence on traffic routing feature defined in clause 5.6.7 of TS 23.501 [6].

The V2X Application Server that sends the AF request for AF influence based edge computing for V2X services can be the same V2X Application Server to/from which the traffic is routed.
When Application Function influence on traffic routing is applied, a local UPF can be selected to route the traffic to the local V2X Application Server.


Usage of Application Function (AF) influence on traffic routing feature and its application for SMF to control UPF data forwarding are defined in clause 5.6.7 and clause 5.8.2 of TS 23.501 [6].
* * * * End Change * * * * 

