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1. Overall Description:

SA2 has defined the Tx Profile in clause 3.1 of TS 23.287 for AS layer operation as shown below and described the operation related to the Tx Profile for NR PC5 in TS 23.287 based on the eV2XARC study conclusion.

Tx Profile: The transmission format (i.e. which 3GPP Release) to be used by the UE over a given PC5 RAT, see TS 36.300 [9] and TS 38.300 [11].

The V2X layer of the UE provides a Tx Profile to the AS layer for message transmission over LTE PC5. Note that for LTE PC5, the Tx Profile is equivalent to the v2x_TxProfileList parameter in TS 36.331.

The eV2XARC study conclusion related to the Tx Profile for NR PC5 was derived based on the coordination with RAN WGs by exchanging the LSs, i.e. LS from RAN2 on RAT selection for SL (R2-1819082/S2-1900018) and Reply LS to RAN2 on RAT selection for SL (S2-1901380) including the following answer.

SA2 would also like to point out that the V2X layer in the UE determines, based on e.g. UE configuration and UE capabilities, the applicable PC5 RAT(s) for any particular V2X service and passes the packet to the applicable PC5 AS(Access Stratum) layer(s) in accordance with the "Tx Profile(s)" for transmission. That is, PC5 RAT selection for V2X services is performed by the V2X layer as described in Solution #12 in TR 23.786. In other words, if the V2X layer selects PC5 RAT(s) for a V2X service, it passes the packets of this V2X service to each AS layer of the selected PC5 RAT(s) with the corresponding Tx Profile.


However, SA2 is not sure whether the Tx profile is needed or not, as However, SA2 found that the Tx Profile for NR PC5 has is not not been defined in NR specifications e.g. RAN WGs, e.g. in TS 38.300 and TS 38.331. [image: ]

Therefore, SA2 would like to ask RAN2 whether there is any plan to define the Tx Profile for NR PC5 in as of Rel-16 needs to be defined or not.

2. Action:
To RAN2 group:
ACTION: 	SA2 kindly asks RAN2 to provide feedback to SA2 whether there is any plan to define the Tx Profile for NR PC5 in as of Rel-16 needs to be define or not.

3. Dates of Next TSG-SA2 Meetings:
3GPP TSG SA2#141E	12 – 23 October 2020	eMeeting
3GPP TSG SA2#142E	16 – 20 November 2020	eMeeting
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