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Abstract: This document provides a solution for network assisted relay selection.
1. Discussion
This document proposes a solution in which the network assists the Remote UE in selecting the most suitable UE-to-Network Relay amongst multiple UE-to-Network Relays being in discovery range of the Remote UE. The Remote UE is unlikely to have sufficient information to make an informed decision on which UE-to-Network relay to choose amongst multiple discovered UE-to-Network relays and which UE-to-Network relay is likely the most suitable to perform the relay service that it desires. Hence, the Remote UE may only find out after connecting to the UE-to-Network relay that the UE-to-Network fails to meet its desired performance and/or other requirements. This may lead to a possibly lengthy trial-and-error process.
In this solution the network assists the Remote UE in relay selection based on a number of information sources. For example, the network can take into account information such as the number of sidelink connections and/or number of Remote UEs already being served by a UE-to-Network relay, the number of PDU sessions already running on the UE-to-Network relay and their QoS flows, the capabilities of the UE-to-Network relay, and possibly other types of information typically not available to the Remote UE. 
The benefits of this solution is that it avoids the trial and error that could occur when the Remote UE would be solely responsible for the UE-to-Network relay selection, and also reduces the amount of PC5 messaging. It also allows to distribute the load amongst the various UE-to-Network relay devices and not let all Remote UEs connect to the same UE-to-Network relay.
2. Text Proposal
It is proposed to capture the following solution in TR 23.752.
* * * * First change * * * *
6.0 Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
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[bookmark: _Toc26516366][bookmark: _Toc26173046]6.x	Solution #x: Network assisted relay selection.
[bookmark: _Toc26516367][bookmark: _Toc26173047]6.x.1	Description
In the following solution, the network assists the Remote UE to select which UE-to-Network Relay amongst multiple UE-to-Network Relays being in discovery range of the Remote UE, is best suited to serve the Remote UE. This is helpful because the Remote UE typically does not have all the necessary information to select the UE-to-Network relay that is most suitable to perform the relay service that it desires. For example, one of the discovered UE-to-Network relays may already be serving multiple sidelink connections e.g. serving as relay to other Remote UEs. This may lead to performance issues given that the sidelink resources may need to be shared/divided amongst the various remote UEs, whilst perhaps another discovered UE-to-Network relay is not serving any sidelink communication. Also, a discovered UE-to-Network relays may not be able to meet the necessary latency requirements for e.g. URLLC communication, if the UE-to-Network relay has limited capabilities, or is e.g. currently involved in a heavy gaming session requiring a lot of UL/DL communication, whereas another UE-to-Network relay may be “inactive”.
Since the Remote UE does not have all the necessary information for selecting the best UE-to-Network relay amongst multiple discovered UE-to-Network relays, it may only find out after connecting to the UE-to-Network relay that the UE-to-Network fails to meet its desired performance and/or other requirements. This may lead to a possibly lengthy trial-and-error process. 
This solution solves this by introducing a new ProSe Relay Selection (PRS) function (that may be combined/integrated with other network functions). Once a Remote UE starts discovering UE-to-Network relays in its vicinity, e.g. based on Model B solicitation or a V2X like Direct Communication Request being broadcasted, the UE-to-Network relays that are discovered report to the ProSe Relay Selection (PRS) function. The PRS can then use a variety of information sources to select one of the UE-to-Network relays amongst the discovered UE-to-Network relays, for example by considering the number of ongoing sidelink connections and/or the number of ongoing PDU sessions from each of the discovered UE-to-Network relay or e.g. the UE capabilities of each of the UE-to-Network relays. By letting the PRS doing the selection based on various sources of information about the different UE-to-Network Relays, it avoids the trial and error that could occur when the Remote UE would be solely responsible for the UE-to-Network relay selection, and also reduces the amount of PC5 messaging. It also allows to distribute the load amongst the various UE-to-Network relay devices and not let all Remote UEs connect to the same UE-to-Network relay. This solution relates to KI#1 and KI#3, and may apply to both Layer-2 (i.e. steps 2, 3 and possibly 4 of solution #7) and Layer-3 relays (i.e. step 2 and 3 of solution #6).
This solution reuses the concept of Relay Service Codes associated with a set of attributes (such as PDU session parameters and/or QoS identifiers, as described in Solutions #16, #24, #28, #35). Relay Service Codes provide a compact way to represent the relay service(s) desired by the Remote UE. For this it is expected that the Remote UE and the PRS are provisioned with a mapping between a set of Relay Service Code and a set of attributes, which may include amongst others one or more of the following:
· PLMN ID 
· S-NSSAI
· PDU Session Type
· 5QI
· …
For the UE-to-Network relay, depending on other solutions, it should be sufficient to only provision a set of Relay Service Codes, not the entire mapping.
[bookmark: _Toc26516381][bookmark: _Toc26173057]6.x.2 Procedures
SMF
5: Direct Communication Accept or Model B discovery response from the selected UE-to-NW relay
Remote UE
UE-to-NW Relay
NG-RAN
PRS
AMF
UE-to-NW Relay
UE-to-NW Relay
0: Authorization and provisioning of Remote UE and UE-to-Network Relays
1: Direct Communication Request  or Model B solicitation request
(incl. requested RSC)
2 Relay Request Report (incl. RSC) 
3: PRS selects one of the UE-to-NW relays given the requested RSC, based on e.g. #sidelink connections, #ongoing PDU sessions, UE capabilities, etc. of the UE-to-NW relays. 

4: Send Relay Accepted message to selected UE-to-NW relay

6: Initiate relay communication via selected UE-to-NW relay 

PCF












Figure 6.x.2.x: Illustration of the procedure 

0) The Remote UE and UE-to-Network Relay are authorized for PC5 communication and relay discovery, and are provisioned with the respective information as described in Section 6.x.1, using one of the solutions for KI#8 “Support of PC5 Service Authorization and Policy/Parameter Provisioning”. Also, the ProSe Relay Selection (PRS) function is given the respective information as described in Section 6.x.1. 
1) The Remote UE can initiate discovery of UE-to-Network Relays by sending a Model B solicitation request or a Direct Communication Request over PC5 as specified in TS 23.287 with the requested Relay Service Code (RSC). 
2) One or more UE-to-Network Relays receive the Model B solicitation request or Direct Communication Request over PC5. If the Relay Service Code in the Direct Communication Request matches an RSC that is known to the UE-to-Network Relay, the UE-to-Network Relay sends a Relay Request Report (incl. the requested RSC) to the ProSe Relay Selection (PRS) function. 
NOTE: whether the ProSe Relay Selection (PRS) function is a separate function or can be incorporated/combined with another network function can be decided in Stage-3.
3) Based on the received Relay Request Reports, the PRS selects one of the UE-to-Network relays given the attribute values associated with the Relay Service Code. To do this, it may consider for example:
· the number of sidelink connections and/or number of Remote UEs already being served by a UE-to-Network relay (this may be reported by the UE-to-Network relay, NG-RAN or in case of layer-3 relays may e.g. be fetched from the SMF)
· the number of PDU sessions already running on the UE-to-Network relay and their QoS flows (which may e.g. be fetched from the SMF)
· policy control information from the PCF
· UE capabilities of the UE-to-Network relays. 
· SLA requirements of a network slice
· …
4) The PRS sends a Relay Accepted message to the selected UE-to-Network Relay and may inform the other UE-to-Network Relays that have not been selected.  
5) The selected UE-to-Network Relay sends a Direct Communication Accept message or a Model B discovery response message to the Remote UE. 
6) The Remote UE can now further initiate relay communication via the selected UE-to-NW relay. 

[bookmark: _Toc26173045][bookmark: _Toc26516365]6.7.4	Impacts on Existing Nodes and Functionality
This solution may impact the following entities:
Remote UE:
· Support for using Model B solicitation request or Direct Communication Request with Relay Service Codes.
· Support provisioning of Relay Service Codes and related attributes.
UE-to-Network Relay: 
· Support for using Model B solicitation request or Direct Communication Request with Relay Service Codes.
· Support provisioning of Relay Service Codes.
· Support Relay Request reporting.
· Support Relay Accepted messages.
ProSe Relay Selection function (PRS): 
· Support configuring the mapping of Relay Service Codes and related attributes.
· Support selection of UE-to-Network Relays based on several information sources.
· Support Relay Request reporting 
· [bookmark: _GoBack]Support Relay Accepted messages.
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