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**************** First Change ****************
[bookmark: _Toc20204621][bookmark: _Toc27895327][bookmark: _Toc36192430]5.2.7.2.6	Nnrf_NFManagement_NFStatusNotify service operation
Service Operation name: Nnrf_NFManagement_NFStatusNotify.
Description: NRF notifies subscribed consumers of the following:
-	Newly registered NF along with its NF services.
-	Updated NF profile.
-	Deregistered NF.
Inputs, Required: NF instance ID, NF Status, NF services (if the notification is for newly registered NF), updates to or new NF profile (if the notification is for updated or newly registered NF profile).
Inputs, Optional: None.
-	If the NF stores Data Set(s) (e.g. UDR): Range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers, Data Set Identifier(s). For BSF: Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes.
NOTE:	Range of SUPI(s) is limited in this release to a SUPI type of IMSI as defined in TS 23.003 [33].
-	If the NF is UDM, UDR or AUSF, they can include UDM Group ID, UDR Group ID, AUSF Group ID.
-	For UDM and AUSF, Routing Indicator.
-	For the UPF Management defined in clause 4.17.6: UPF Provisioning Information as defined in that clause.
-	For AMF, list of GUAMI(s) may be included. In addition, it may include list of GUAMI(s) for which it can serve as backup for failure/maintenance.
-	S-NSSAI(s) and the associated NSI ID(s) (if available).
-	Information about the location of the NF (operator specific information, e.g. geographical location, data center).
-	TAI(s).
-	If the NF is NWDAF, it includes Analytics ID(s) and NWDAF Serving Area information. Details about NWDAF specific information are described in clause 6.3.13, TS 23.501 [2].
-	NF Set ID.
-	NF Service Set ID.
-	If the NF is NEF, it may include Event ID(s) provided by AF.
Outputs, Required: None.
Outputs, Optional: None.
**************** END CHANGES **************

