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1. Overall Description:

The KI#2 of SA2 FS_eNPN is to enable a UE to receive high reliable and low latency data services (e.g 5MBS, or other URLLC ) from one network (e.g. SNPN), and paging as well as data services from another network (e.g. PLMN) simultaneously. Each network may have their own 5G-RAN.  All UE form factors need to be supported in this KI, including dual radio (2Rx/2Tx and 2Rx/1Tx) and single Radio devices. 
For 2Rx/1Tx UE, SA2 is considering one potential solution that the UE can split their Rxs to receive data directly from the two networks’  (e.g. SNPN and PLMN) 5G-RAN respectively, while it transmits the data to both networks with the single Tx through one network using existing N3IWF based over-the-top transportation mechanism. E.g.  UE connects to the private network but only receives 5MBS service or other URLLC DL traffic from the private network’s 5G-RAN with one Rx, while the UE also connects to a public network with the another Rx and the Tx to receive & transmit public network service as well as other low priority private network services using the existing over-the-top N3IWF based solution.  

SA2 would like to get the feedback from RAN WG that if it’s feasible for UE with the single Tx to transmit necessary RAN feedback for the high 5QI data (e.g. 5MBS) it receives from one network’s 5G RAN, while still be able to transmit data to another network’s 5G RAN without impacting on the user’s QoS experience in both networks.   
2. Actions:

To RAN1/2/3 group.

ACTION: 
SA2 kindly asks RAN1, RAN2 and RAN3 to provide feedback on the issue described above.
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