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Abstract of the contribution: This p-CR updates the Solution #16 evaluation on ECS provisioning. 
1
Discussion

The evaluation of Solution #16 states: “Additionally, the solution should describe how updates of the ECS, e.g. new IP address assigned, would be handled from core network procedures perspective (specifically session management procedures).” However, Solution #16 states: “the SMF may use the PDU Session Modification procedure to send the updated Edge Configuration Server Information to the UE in the PCO”. This p-CR proposes to correct the evaluation by deleting the sentence from the evaluation.

The evaluation of Solution #16 also states that: “The overall solution is infeasible if the UE doesn't support this capability.” This sentence is confusing since it is true of every solution. Indeed, if the UE does not support any capability that is required by a solution, then the solution cannot be used. This statement could be made in every solution that requires some feature to be added to a UE or NF. This p-CR proposes to improve the evaluation by deleting the sentence.

2
Proposal

This contribution proposes to implement the following updates to TR 23.748 v1.0.0.
* * * Start of Change * * *
7.1.3
Evaluation for Key Issue #1: ECS provisioning
Solution #16 deals with the case where the UE hosts an Edge Enabler Client and Application Clients as described by SA6 in TS 23.558 [12]. As discussed in Solution #16, SA6 has introduced functional entities called Edge Configuration Servers and Edge Enabler Servers (EES) which can be used by UE Applications to discover Edge Application Servers. SA6 has agreed that ECS address information can be provisioned by MNO through a 5GC procedure and that such 5GC procedure is in SA WG2 scope. Solution #16 describes how UE Applications can discover contact information for Edge Configuration Servers. Thus, when paired with the features specified by SA6 in TS 23.558 [12], Solution #16 may be considered an enablement to "discover a suitable Edge Application Server to serve the application/UE".
But in order to deliver the ECS information via NAS to EEC, UE requires a new UE capability (e.g.: enhancement in UE OS/kernel). Not all of the UE is guaranteed to support this capability. The solution will not work for the UEs that do not support this UE capability.

Editor's note:
Solution 16 should be sent to SA WG6 and SA WG6 should be invited to comment. SA WG2 should consider SA WG6 input during evaluation of the solution together with the suitability, completeness and impacts of the core procedures proposed.
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