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1 Discussion
In solution#49 it is proposed to reuse N4 interface between the Local PSA and local NEF. Based on the 29.244 The QoS Monitoring Report IE is per QoS flow basis. The QFI is mandatory IE to identify the QoS Flow for which QoS monitoring is reported. When the local NEF receives QoS Monitoring Report the local NEF needs to further notify the AF which has subscribed the event report. So far it is unclear how the local NEF can map the QoS Monitoring Report with the AF subscription. There are two options.
Option 1: The local NEF maintains the QFI and service data flow mapping. So Based on the QFI in the QoS Monitoring Report the local NEF can know the service data flow and then determine the AF subscription. This option reuse the N4 between the local NEF and UPF, but the SMF needs to notify the QFI and service data flow mapping to the local NEF.
Option 2: For each AF subscription the local NEF provides a Notification Correlation ID to SMF via PCF and the SMF provides the Notification Correlation ID to UPF. The UPF includes the Notification Correlation ID in the QoS Monitoring Report IE so the local NEF can determine the AF subscription. This option needs to include the Notification Correlation ID in the QoS Monitoring Report IE over N4 interface . 
In general it is unclear the benefit to send the QFI to the local NEF. Therefore it is recommended option 2 as the way forward.
2 Proposal
It is proposed to agree the changes:

/********************Start of Change***************/
[bookmark: _Toc43317507][bookmark: _Toc43374979][bookmark: _Toc43375440][bookmark: _Toc43801964][bookmark: _Toc43806230][bookmark: _Toc43806537][bookmark: _Toc50466997][bookmark: _Toc50468341][bookmark: _Toc50468611][bookmark: _Toc50468882][bookmark: _Toc50630850][bookmark: _Toc50631352]6.49	Solution #49: Network Information Provisioning to EAS with low latency based on User Plane
[bookmark: _Toc43317508][bookmark: _Toc43374980][bookmark: _Toc43375441][bookmark: _Toc43801965][bookmark: _Toc43806231][bookmark: _Toc43806538][bookmark: _Toc50466998][bookmark: _Toc50468342][bookmark: _Toc50468612][bookmark: _Toc50468883][bookmark: _Toc50630851][bookmark: _Toc50631353]6.49.1	Description
In this solution, the network information is sent via user plane in the core network to the Local PSA and then further sent to the AF via a Local NEF.
The solution supports only providing information about UE defined in Rel-16 as part of QoS monitoring


Figure 6.49.1-1: Local NEF-based exposure
In Figure 6.49.1-1, a Local NEF is deployed in the Edge. The Local NEF can be co-located with the Local PSA or standalone, or as part of Edge Hosting Environment. The interface between local PSA and local NEF (i.e. Nx interface) could reuse N4 protocol.
[bookmark: _Hlk42087224]The solution targets reporting QoS monitoring results as defined in Rel-16 TS 23.502 [3] towards the EAS/application.
1.	Event subscription
The AF responsible for the EAS subscribes the event by invoking Nnef_AFsessionWithQoS service to the local NEF and then the local NEF subscribes the event via the central NEF or PCF with the notification endpoint to the local NEF. The notification endpoint can be used to identify the associated AF subscription event in the local NEF. The local NEF needs to indicate the PCF that the local event notification is needed. Based on the indication of local event notification and operator's policy, the PCF can determine whether only local event notification or both local and central event notification are required. The PCF shall include an indication of local event notification or an indication of duplicated event notification and the notification endpoint of the local NEF within the PCC rule and provide to the SMF.
2.	Supported Events and notification procedure
For the QoS monitoring, when the SMF receives such kind of PCC rule, the SMF sends the QoS monitoring request to the RAN and N4 rules with notification endpoint of the local NEF to the Local PSA. Upon the detection of the QoS monitoring event, the Local PSA sends the notification to the notification endpoint of the Local NEF. The Local PSA may also sends the notification to the SMF if the duplicate notification is needed.
3.	Mobility supporting
During UE mobility, the UPF and DNAI may be re-selected. To ensure the low latency exposure, the Local NEF should be also re-selected. The AF may consider one or more of following parameters to reselect a local NEF: UE location, AF Identifier, NEF Service Area, and DNAI, in additional to other parameters listed in TS 23.501 [2], clause 6.3.14. The new AF initiates a new AF session with required QoS and QoS monitoring is established and the old AF revokes the AF session and QoS monitoring is removed.
The new L-NEF can be determined with the assistance of 5GC (e.g. SMF, NEF) and the new EAS will trigger QoS monitoring to new L-NEF.
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Figure 6.49.2-1: Network Information Provisioning to Local Applications with low latency based on User Plane
1.	The UE establishes a PDU session with Local PSA as defined in clause 4.3.2.2.1 of TS 23.502 [3].
2.	The AF initiates an AF session with required QoS procedure as defined in clause 4.15.6.6 of TS 23.502 [3].
	In the request, the AF may also subscribe to local notification of QoS monitoring and provide the associated notification endpoint of the AF to the local NEF. For the QoS monitoring, the AF shall include the corresponding QoS monitoring parameters.
	In the request, the Local NEF indicates the PCF that local notification is required and the notification endpoint of the Local NEF is provided to the PCF. If the NEF is deployed, the subscription is performed via the NEF.
	The PCF makes the policy decision. The PCF generates the PCC rule based on the service information.
	If the local notification of QoS monitoring is subscribed, the PCF includes the QoS monitoring policy, notification endpoint of the Local NEF and the indication of local event notification within the PCC rule.
	Based on the operator's policy, the PCF may determine that the duplicated notification is required, i.e. both local notification to the AF and central notification to the PCF is required. In this case, the PCF includes the indication of duplicated event notification within the PCC rule instead.
3.	PCF initiates the PDU session modification procedure as defined in clause 4.3.3.2 of TS 23.502 [3], step 1b, 3b, 4-8b.
	In the case of local notification of QoS monitoring, the SMF includes the QoS Monitoring indication in the request to the UPF. The SMF may also include the indication of local event notification or duplicated event notification in the request.
[bookmark: _Toc43317510][bookmark: _Toc43374982][bookmark: _Toc43375443][bookmark: _Toc43801967][bookmark: _Toc43806233][bookmark: _Toc43806540]4.	If the QoS monitoring is enabled, the Local PSA calculates the UL, DL or round trip packet delay of the QoS Flow as defined in clause 5.33.3 of TS 23.501 [2]. When the reporting trigger(s) is satisfied, e.g. the measured packet delay value exceeds the reporting threshold, or the reporting period expires, or the PDU Session is released, the event is detected.
5.	The Local PSA sends the event notification to the notification endpoint of the Local NEF carrying UL, DL or round trip packet delay measurement report.
	If the duplicated event notification indication is received, the Local PSA sends the notification to the SMF as well as defined in TS 23.501 [2].
6.	The Local NEF sends the event notification to the notification endpoint of the AF.
7.	If due to mobility, UE moves to another area where DNAI changes. The PSA relocation and EAS relocation are performed.
8.	The new AF initiates a new AF session with required QoS to the new local NEF or the one indicated by 5GC (e.g. SMF or NEF). QoS monitoring is established by executing steps 2-4.
9.	The old AF revokes the AF session with the old local NEF and QoS monitoring is removed for the old QoS flow.
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AF:
-	Subscribe local notification of QoS Monitoring.
-	Re-select Local NEF based on UE location, AF Identifier, NEF Service Area, and DNAI.
PCF:
-	Subscribe local notification of QoS Monitoring.
SMF:
-	Subscribe local notification of QoS Monitoring (from UPF to Local NEF).
-	Support Local NEF selection.
UPF:
-	report local notification of QoS Monitoring to local NEF.
NEF:
-	Support Local NEF selection.
Local NEF:
-	Receive local notification of QoS Monitoring and transfer it to the AF.

/*******************End of Change****************/
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7.  PSA relocation and EAS relocation  

8. The new AF session with required QoS and QoS Monitoring are established  

9. The old AF session with required QoS and QoS Monitoring are removed  
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8. The new AF session with required QoS and QoS Monitoring are established





9. The old AF session with required QoS and QoS Monitoring are removed
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