SA WG2 Temporary Document

Page 2

SA WG2 Meeting #141-E
S2-2007319
Elbonia, 12 – 23 October 2020


Source:
Samsung, AT&T
Title:
KI#2: Evaluation and Interim Conclusion –Time Coordination
Document for:
Approval
Agenda Item:
8.1
Work Item / Release:
FS_eNA_Ph2/ Rel-17
Abstract of the contribution: This contribution proposes an evaluation and interim conclusion for solutions proposed for KI#2 related time coordination across multiple NWDAFs to support FS_eNA_Ph2 studies in Rel-17.
1. Background 
In past 3GPP SA2 meetings, a solution agreed focusing on time coordination across multiple NWDAFs.

- 
Sol. #13: Time Coordination for Multiple NWDAFs
The above solution in particular address the below aspect of KI#2:
A tight relation may exist on an action taken by a NWDAF service consumer and the timing of analytics collected from multiple NWDAFs (e.g. in order to adopt a correct AM/ SM policy). Without time coordination between multiple NWDAFs, an un-intended outcome policy may be adopted for a given a NWDAF service consumer due to consuming data analytics from each NWDAF independently.

This paper proposes an evaluation and conclusion for the above aspect of KI#2.
2. Text Proposal

It is proposed to update the following text within the TR23.700-91.   
*** Start of the change ***
7
Overall Evaluation

Editor's note: This clause will provide evaluation of different solutions.
7.2
Key Issue #2: Multiple NWDAF instances
7.2.y Specific aspects of NWDAF interactions
In past 3GPP SA2 meetings, a solution agreed focusing on time coordination across multiple NWDAFs.

- 
Sol. #13: Time Coordination for Multiple NWDAFs
Below observations can be made about above solution:
-
a tight relation may exist on an action taken by a NWDAF service consumer and the timing of analytics collected from multiple NWDAFs (e.g. in order to adopt a correct AM/ SM policy). 

-
Without time coordination between multiple NWDAFs, an un-intended outcome policy may be adopted for a given a NWDAF service consumer due to consuming data analytics from each NWDAF independently.

-
Sol#13 is compatible with both distributed and hierarchical NWDAF architecture.

-
The main impact is on error response from each NWDAF to include revised waiting time.

*** Next change ***
8
Conclusions

Editor's note: This clause is intended to list conclusions that have been agreed during the course of the study item activities. This should also capture the guiding principles and documentation approach for creating CRs to normative specifications within the responsibility of SA WG2.
8.2
Key Issue #2: Multiple NWDAF instances
8.2.y Specific aspects of NWDAF interactions

As an interim conclusion below recommendations are proposed to be adopted for normative phase:
· The error response to "time when analytics are needed" parameter (clause 6.1.3, TS 23. 288 [5]) is revised such that when each NWDAF sends an error response to the NWDAF Service Consumer, it may include a revised waiting time.
*** End of the change ***
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