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1. Overall Description:

SA2 has been working on the FS-eNS_Ph2 for some time and documented its progress in TR 23.700-40. As part of this study, a KI#3 has been studied on how to rate limit the aggregate of all the QoS flows/PDU sessions associated with a specific network slice for a UE. 

The RAN already restricts the UE-AMBR for the non-GBR resource type, but the topic of KI#3 is a restriction applicable to the aggregate of the traffic UL and DL for a UE for a specific S-NSSAI, irrespective of the resource type.

[bookmark: _GoBack]Within the study, Solution 22 has been proposed where the RAN uses this maximum rate UL/DL for the UE for two simultaneous purposes:

1) Rate limit the aggregate of the UL/DL traffic for an S-NSSAI. During the rate-limit enforcement no GBR traffic shall be dropped or delayed.
2) Ensure that the sum of all the admitted QoS flows GFBR of GBR resource type QoS flows is not exceeding the maximum rate per slice UL/DL for the UE. So, the admission control takes this parameter into account.

The RAN receives the Maximum rate per UE/network slice (identified as SMBR in Sol.22) over NG when the UE context is passed to the RAN.

SA2 would kindly request feedback on this solution feasibility

2. Actions:

To RAN2, RAN3:

ACTION: 
SA2 kindly requests to provide us your feedback on the solution above before their next scheduled meeting shown here below.

3. Date of Next TSG-SA2 Meetings:
3GPP TSG SA2#142E     16th – 20th  November 2020	eMeeting
