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*************** First change ***************
[bookmark: _Toc20149787][bookmark: _Toc27846579][bookmark: _Toc36187705][bookmark: _Toc45183609][bookmark: _Toc47342451][bookmark: _Toc51769151][bookmark: _Toc51829218]5.6.12	Use of Network Instance
The SMF may provide a Network Instance to the UPF in FAR and/or PDR via N4 Session Establishment or N4 Modification procedures.
NOTE 1:	a Network Instance can be defined e.g. to separate IP domains, e.g. when a UPF is connected to 5G-ANs in different IP domains, overlapping UE IP addresses assigned by multiple Data Networks, transport network isolation in the same PLMN, etc.
NOTE 2:	As the SMF can provide over N2 the Network Instance it has selected for the N3 CN Tunnel Info, the 5G AN does not need to provide Network Instance to the 5GC.
The SMF determines the Network Instance based on local configuration.
The SMF may determine the Network Instance for N3 and N9 interfaces, taking into account e.g. UE location, registered PLMN ID of UE, S-NSSAI of the PDU Session.
The SMF may be configured with information on whether a specific Network Instance is associated with a long backhaul delay. 
NOTE: 	In case the SMF selects a UPF and Network Instance which is associated with a long backhaul delay, the SMF indicates this to PCF during SM Policy Session Establishment/Modifications. This allows the PCF to take this information into account in policy decisions. 
The SMF may determine the Network Instance for N6 interface taking into account e.g. (DNN, S-NSSAI) of the PDU Session.
The SMF may determine the Network Instance for N19 interface taking into account e.g. the (DNN, S-NSSAI) identifying a 5G VN group.
NOTE 3:	As an example, the UPF can use the Network Instance included in the FAR, together with other information such as Outer header creation (IP address part) and Destination interface in the FAR, to determine the interface in UPF (e.g. VPN or Layer 2 technology) for forwarding of the traffic.
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