SA WG2 Temporary Document

Page 2

SA WG2 Meeting #142E
S2-2008786
16 – 20 November 2020, Elbonia

Source:
Samsung 
Title:
KI #1: Interim conclusion of KI#1
Document for:
Approval

Agenda Item:
8.4
Work Item / Release:
FS_eNS_Ph2 / Rel-17
Abstract of the contribution: This contribution proposes Interim conclusion of KI#1.
1. Proposal

In SA2 141e, it was agreed that three new functionalities in 5GC will be defined to solve KI #1. For each of agreed new functionalities, editor’s note was added for deciding the proper architecture, e.g., either to define a new NF or to re-use the one of existing NFs. It is proposed to resolve those three editor’s notes.
*** 1st change ***
8.1
Interim conclusion for Key Issue #1

To enable a 5GS to support network slice related quota on the maximum number of UEs, no change is required in the RAN. The following new functionalities in the 5GS are needed:

-
Storing of network slice related quota information: If a network slice is subject to a network slice quota checking on a maximum number of UEs, it is assumed that the O&M should have for this network slice a) the information of the quota of maximum number of UEs. To enable the network slice related quota management, this information is configured and stored to one or more network functions in 5GC, at least including the managing/monitoring function described below.

.

-
Managing and updating the network slice related quota on maximum number of UEs registered for the network slice: This functionality is part of the 5GC and it manages the NW Slice quota of maximum number of UEs in a S-NSSAI, monitors the current number of UEs being registered for the network slice subject to a network slice quota checking. This functionality is realized by the new NF service(s) in the newly defined NF, which can optionally be co-located in NSSF. 

-
Enforcing the network slice related quota on the maximum number of UEs: This functionality is part of AMF and it controls the registration request on the S-NSSAI subject to the quota management by accepting or rejecting the request on the S-NSSAI. In case of rejection, the function may provide a rejection cause and optionally with a back-off timer. The AMF can be notified the information on the quota status, i.e., whether the quota is reached, by the above managing/monitoring functionality.

Editor's note:
It is FFS whether the NW Slice quota enforcement functionality is distributed or centralized.

NOTE:
Whether to use an existing rejection cause and a back-off timer or a new rejection cause and a back-off timer, this is to be determined in Stage-3.
*** End of the changes ***
3GPP


