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Abstract of the contribution: This contribution proposes an update to Key Issue #8 conclusion to support ProSe Authorization and Parameter Provisioning for ProSe 5G Direct Discovery and Communication in Rel-17.
1. Background 
Solution #17 as agreed in the past 3GPP SA2 meetings addresses KI#8 and proposes PCF-based service authorization and provisioning as defined in TS 23.287 [5] to be used as the baseline for non-relaying scenario.

This update to the conclusion of KI#8 elaborates further on the priority of different sources of parameter provisioning. Also it clarifies that Group Member Discovery parameters can be provisioned in the ME or configured in the UICC based on the conclusion of KI#1 (e.g. for Public safety applications).
2. Text Proposal

It is proposed to update the following text within the TR23.752.   
*** Start of the change ***
8.8
Key Issue #8: Support of PC5 Service Authorization and Policy/Parameter Provisioning
For key issue#8 " Support of PC5 Service Authorization and Policy/Parameter Provisioning", it is concluded that:

-
the PCF is used to provision the policy and parameters for 5G ProSe direct discovery and communication;

-
Group Member Discovery parameters can be provided from ProSe Application Server to UE.
-
Group Member Discovery parameters can be provisioned in the ME or configured in the UICC.

If the same parameters except Group Member Discovery parameters are provided by different sources, the UE shall take the priority order as described in clause 5.1.1 of TS 23.287 [5] in which V2X Application Server is replaced with ProSe Application Server. For Group Member Discovery parameters, the parameters provided/ updated by ProSe Application Server shall take precedence over the same parameters provided/updated by the PCF, provisioned in the ME or configured in the UICC.
-
Solution #17 is selected for normative work for non-relay related aspects and can be further updated based on the concluded solution for KI#1 and KI#2.
-
Solution #35 is selected for normative work for UE-to-Network Relay aspect and can be further updated based on the conclusion for KI#3.

Editor's note:
Whether and how to provision and update the policy to a Remote UE via Layer 3 Relay not using N3IWF is FFS.
-
Solution #36 is selected for normative work for UE-to-UE Relay related aspect and can be further updated based on the conclusion for KI#4.

*** End of the change ***
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