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1
Overall description

SA2 thanks RAN 2 for their LS on this topic.

SA2 note the RAN 2 text:

RAN2 discussed whether UE power consumption can be optimized further when AS RAI is indicated if eNB can release the UE immediately, i.e., without waiting for an acknowledgement from the MME/AMF if the UE indicates AS RAI implying that no further data are expected from the CN.
SA2 acknowledge the RAN 2 statements:
RAN2 thinks the optimization can be beneficial to increase UE power savings in some cases, however some companies doubt power consumption gain, if any, would be significant. 
However, it remains essential that the 3GPP system supports the capabilities to (at least):

a) Re-authenticate the UE;

b) Update the security keys used for ciphering/integrity protection;

c) Deliver mobile terminating information to the UE (e.g. to update the preferred PLMN list stored in the UE);
d) Stop the UE accessing the network, e.g. in case the subscription is removed.

Features and functionality developed by RAN must ensure that these capabilities remain supportable.
2
Actions
To RAN2:
ACTION: SA2 politely requests RAN2 to ensure that (at least) the above capabilities remain supported (e.g. by documenting how they are supported alongside a description of RAI handling in TS 36.300).
3
Dates of the next TSG-SA WG2 meetings

As the dates keep changing, please consult the 3GPP calendar at:


https://portal.3gpp.org/Home.aspx?tbid=385&SubTB=385#/



