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Abstract of the contribution: it proposes to update the conclusion KI#1 and KI#3 on filtering. 
1. Discussion
Editor's note:
According to the conclusion in KI#3, upon NAS-level leaving the UE may provide assistance information including information to temporarily restrict/filter MT data in this network while the UE has left. Whether UE is allowed to provide information to temporarily restrict/filter MT data in other circumstances is FFS.

As we discussed that paging cause is a potential way to handle the MT data with less cost and impact. Comparing to paging cause, filtering introduces a complicated procedure to create/update the filtering dynamically, at the same time, the filtering cannot precisely reflect user’s preferences, e.g., UE may never know what has happened or who has called him during the UE absence with an indication that no paging is expected at all.  
Moreover, the filtering would probably need to updated once any one of the USIM enters into connected, e.g., switch on the filtering for one USIM, and switch off the filtering for another USIM.

So it cannot see the value that filtering brings by comparing the complexity/cost it takes. Propose to remove the filtering conclusion in 8.1 and 8.3 section.
2. Text Proposal
It is proposed to capture the following into TR 23.761.

***********First Change***********
8.1
Conclusions for Key Issue #1: Handling of Mobile Terminated service with Multi-USIM device

The following interim conclusions are agreed for the baseline functionality:

Editor's note:
These are interim conclusions. Additional solution principles can still be proposed for the final conclusions.

Editor's note:
Whether and which Paging Cause(s) will be pursued to conclusions will be determined in SA2#142E taking into account feedback from RAN WG2, RAN WG3 and SA WG3.

Editor's note:
One or more Paging Causes under consideration are:


One Paging Cause: MMTel Voice or Important service. Whether an additional Paging Cause is needed to differentiate a supporting RAN from a non-supporting RAN is FFS.


Multiple Paging Causes: MMTel Voice, MMTel Video, SIP Signalling, NAS Signalling, SMS over NAS Signalling and Other data are considered.

Editor's note:
It will be determined whether the Paging Cause(s) is(are) applied 1) only for UEs with the request, i.e. the UEs that have MUSIM capability and have multiple USIMs, etc, or 2) to all UEs indiscriminately.


Editor's note:
Whether AS or NAS BUSY indication is used to respond to Network A, when a Multi-USIM device that is paged by Network-A while the device decides not to accept the paging and the device supports the Busy indication, is pending RAN WG2, RAN WG3 and SA WG3 feedback.

Editor's note:
The handling of the Busy indication requires further refinement at SA2#142-e. e.g. it is FFS whether the Multi-USIM device uses the Busy indication with a "shall", "should", "may" or "best effort" condition.

-
The UE MMI shall not require input from the user in order for the UE to decide whether to respond to paging..

***********end of First Change***********

***********Second Change***********

8.3
Conclusions for Key Issue #3: Coordinated leaving for Multi-USIM device

Based on the evaluation in clause 7.3 the following interim conclusions are agreed for the baseline functionality:

-
For leaving in E-UTRA/EPS access, the NAS-triggered leaving procedure is recommended to be supported.

-
For leaving in NR/5GS access, it is FFS.

-
For leaving in E-UTRA/5GS access, it is FFS.

Editor's note:
It depends on RAN feedback on if changes to 5GS/E-UTRA (Option 5) are in scope of the TSG RAN work item for this KI.

Editor's note:
RAN WG's feedback is expected as decision input info for the leave procedure (NAS level leaving, and/or AS level leaving). Once the leave procedure is decided, the details about the resume procedure will be concluded.

-
For NAS level leaving procedure (EPS case), the UE provides leaving indication to the CN and the UE may provide assistance information to the network in the leaving procedure regarding MT data/signalling handling in the CN.




Editor's note:
It is FFS whether the assistance information is common for EPC and 5GC, e.g., whether the assistance information in EPC supports only partial features comparing to 5GC.

Editor's note:
Whether need an indication that the UE is leaving for a "short duration" in assistance information is FFS.

Editor's note:
Whether need the expected leaving time/duration in assistance information is FFS. How the UE selects the proper value for expected leaving time/duration is FFS



Editor's note:
Whether this information preferences for MT service delivery indication using non-3GPP access is FFS.

Editor's note:
The details that causes the network to terminate or modify the MUSIM-specific behaviour due to the assistance information in the PLMN are FFS, including whether it carries the updated assistance information when the UE resume the connection.

-
UE is expected to send a request for NAS level leaving or AS level leaving.

Editor's note:
Whether there is an acknowledgment message in NAS level and AS level, and the conditions for leaving without acknowledgment is FFS.

Editor's note:
The details on the conclusion of the leaving procedure at UE side, including whether there is acknowledgement to the leave/release request message (RRC and/or NAS), will be synched with CT WG1 and RAN WGs.

***********End of Second Change***********
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