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Abstract of the contribution: This contribution proposes to remove the editor’s note in solution # 35 regarding updating remote UE provisioning parameters.
1
Introduction

The following ENs are still unresolved regarding parameter provisioning update for Remote UE in the Layer 3 UE-to-Network relay scenario:
Section 6.35.1:

Editor's note:
For Layer 3 Relay, how to provision and update the policy to a Remote UE via Layer 3 Relay not using N3IWF is FFS.
Section 8.8:

Editor's note:
Whether and how to provision and update the policy to a Remote UE via Layer 3 Relay not using N3IWF is FFS.
No solution has been agreed in the study phase to enable provisioning parameters update for Remote UE when the Remote UE is not using the N3IWF. It is hence proposed to delete these editors notes with the understanding that this functionality will not be addressed in Rel. 17.
2
Proposal

It is proposed to update solution #35 in TR 23.752 with the following modifications.

* * * * First Change * * * *
6.35.1
Description
This solution addresses KI#3 and 8 and applies to both Layer-2 and Layer-3 UE-to-Network Relay.

For KI#3 (Support of UE-to-Network Relay), following aspect is covered:

-
How to authorize a UE to be a 5G UE-to-Network Relay and how to authorize a UE to access 5GC via a 5G UE-to-Network Relay.
For KI#8 (Support of PC5 Service Authorization and Policy/Parameter Provisioning), two following major aspects are covered:

-
For the procedures related to PC5 service authorization and policy/parameter provisioning to a UE, only necessary enhancement with what is specified in TS 23.287 [5] clause 6.2 and TS 23.502 [8] clause 4.2.2.2 (Registration Procedure), 4.2.4.3 (UE Configuration Update procedure for transparent UE Policy Delivery), 4.16.11 (UE Policy Association Establishment procedure), 4.16.12 (UE Policy Association Modification procedure), will be documented.

-
Identify necessary information for PC5 service authorization and provisioning based on what is specified in TS 23.287 [5] clause 5.1.2.1.

The PCF based service authorization and provisioning as defined in TS 23.287 [5] are used as baseline for this solution.

For both Layer 2 and Layer 3 Relay:

-
when the Remote UE is in coverage, the Remote UE can be provisioned with authorization policy and parameters by 5GC directly with enhancement described in clause 6.35.2.2.

-
when the Remote UE is out of coverage, the Remote UE can use its preconfigured policy and parameter for PC5 discovery and communication to establish PC5 connection with a UE-to-Network Relay first, then:

-
For Layer 2 Relay, the existing PCF based service authorization and provisioning procedure can be used with enhancement described in clause 6.35.2.2, which applies to the communication between Remote UE and 5GC.
-
For Layer 3 Relay, the existing service authorization and provisioning procedure can be used, if the Remote UE is configured to access 5GC via N3IWF, as described in clause 6.23.

NOTE: Remote UE Provisioning and policy update information for Remote UE via UE-to-Network relay not using N3IWF is not supported in this release.
* * * * Next Change * * * *
8.8
Key Issue #8: Support of PC5 Service Authorization and Policy/Parameter Provisioning
For key issue#8 " Support of PC5 Service Authorization and Policy/Parameter Provisioning", it is concluded that:

-
the PCF is used to provision the policy and parameters for 5G ProSe direct discovery and communication;

-
Group Member Discovery parameters can be provided from ProSe Application Server to UE.

If the same parameters except Group Member Discovery parameters are provided by different sources, the UE shall take the priority order as described in clause 5.1.1 of TS 23.287 [5] in which V2X Application Server is replaced with ProSe Application Server. For Group Member Discovery parameters, the UE shall use the parameters provided by ProSe Application Server rather than the same parameters provided by PCF.
-
Solution #17 is selected for normative work for non-relay related aspects and can be further updated based on the concluded solution for KI#1 and KI#2.
-
Solution #35 is selected for normative work for UE-to-Network Relay aspect and can be further updated based on the conclusion for KI#3.


NOTE: Remote UE Provisioning and policy update information for Remote UE via UE-to-Network relay not using N3IWF is not supported in this release.
-
Solution #36 is selected for normative work for UE-to-UE Relay related aspect and can be further updated based on the conclusion for KI#4.
* * * * End of Change * * * *
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