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Abstract of the contribution: This PCR is to conclude the SoR in KI#1.
1. Introduction
Per the evaluation part for the SoR in the subclause 7.1.1, this PCR is to conclude the SoR in the KI#1.
For the PLMN network, the preferred list can also be updated by other OTA mechanism e.g. SMS or the UP. For SNPN network, although this was not discussed during the study, this can be determined by CT1 whether this option is applicable for the SoR for the SNPN network.
2. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-07 v1.1.0.
* * * * First Change * * * *
8.1.x
Conclusions for update of Separate entity controlled prioritized list of preferred SNPNs
The following conclusions are made for updating the separate entity controlled prioritized list of preferred SNPNs over the control plane in the UE:

-
Separate entity controlled prioritized list of preferred SNPNs in the UE can be updated using the UE Parameters Update (UPU) via UDM Control Plane Procedure as defined in TS 23.502 clause 4.20 or Steering of Roaming (SoR) as defined in TS 23.122 Annex C.
NOTE X:
Which of the two procedures to be used will be determined during the normative phase based on feedback from CT1 and SA3.

-
An update of the Separate entity controlled prioritized list of preferred SNPNs from the separate entity may trigger the UE to perform SNPN selection again, e.g. to potentially select a higher prioritized SNPN. 

Editor's note: Need for additional mechanisms (e.g. URSP or new policy using UPU) to update the separate entity controlled prioritized list of preferred SNPNs in the UE is FFS.
* * * * End of Changes * * * *
