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Abstract of the contribution: Conclusion on KI#3. 
1	Introduction
This paper proposes conclusion on KI#3.
For feature level authorization, subscription is a way, but pre-configuring a user list in MBSF may be another way.
R01:
Sol#3 also proposes that 5GC requests the AF to do run-time authorization when UE joins a specific MB service with the intention of avoiding exposing the affiliation of UE and its group to 5GC, however, 
-	this approach already exposes the affiliation to 5GC to some extent thus there is no major difference from the approach of AF pre-provisioning the affiliation of UE and its group to 5GC. 
-	Furthermore, the approach of 5GC requesting the AF to do run-time authorization implies that the UE joining procedure will be delayed which may result in timeout of NAS signalling.
-	There is requirement on application server to handle the authorization request from 5GC, which can be very challenging for applications such as YouTube.
Therefore, it’s proposed to adopt the approach of AF pre-provisioning the affiliation of UE and its group to 5GC if there is a need to do MB service level authorization.
2	Proposal
It is proposed to approve following changes.
* * * * First change (new text) * * * * 
[bookmark: _Toc50193150][bookmark: _Toc50467295][bookmark: _Toc50711124][bookmark: _Toc519004414]8.x	Key Issue #3: Levels of authorization for Multicast communication services
The following functionality is agreed to be standardized:
-	5GC Authorization of UE joining 5MBS multicast sessions on 5MBS feature level.
-	5GC Authorization of UE joining a specific multicast MBS Service.
-	For a multicast MBS Service, the AF can provide information about UEs or groups of UEs entitled to join.
-Editor’s notes: 	Whether 5GC support of authorization for UE joining a specific multicast MBS Service by application server is needed can be determined in normative phase.
NOTE:	MBS service level authorization could be performed at application layer. MBS service level authorization can also be implicitly performed when UE is configured for a specific MB service, e.g. via Service Announcement for public safety use case, which is out of SA2 scope.
* * * * End of changes * * * *
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