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1
Discussion
This paper proposes conclusions for KI#1. 
* * * * Start of Change * * * *
8.1
Conclusions for Key Issue #1: Handling of Mobile Terminated service with Multi-USIM device


A Paging Cause for both EPS and 5GS is provided as part of paging message or notification message (over non-3GPP access). Based on paging cause or access type information received in the paging message or notification message, the UE will determine whether to respond to incoming service. If UE receives notification message with paging cause over N3GPPA and decides not to respond, UE will indicate the same using notification response message over N3GPPA. 

The Paging cause is provided by the network based on request from the UE. The paging cause values are Voice, SMS, CP-Signaling, default
A Negotiated Short Absence for 5GS, evaluated together with RRC-based coordinated leaving, pending feedback from RAN WGs.
NAS BUSY indication should be responded by the UE when a Multi-USIM device is paged by network and the UE decides not to accept the paging. 
Core network performs Paging filtering to save network resources based on the filtering information provided by the UE.
In case MUSIM UE identifies both UE_1 and UE_2 are in same PLMN, the UE indicates the same to the network. In response, if network indicates (for both case of same and different AMFs) it is able to link UE_1 and UE_2 contexts, the UE_1 will not read the paging channel when UE_2 is in connected mode (and viceversa). The network performs the paging procedure for UE_1 using the N1 NAS signalling connection of the UE_2 which is in connected mode (and viceversa). If UE_2 is performing Emergency or priority service (MPS), the AMF may decide to not perform the paging for UE_1.









-
The UE MMI shall not require input from the user in order for the UE to decide whether to respond to paging.

* * * * End of Change * * * *
[image: image1.png]


[image: image2.png]



1

