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[bookmark: _Toc462478989]Abstract of the contribution: This contribution proposes conclusion for KI#5

1	Discussion

2	Proposal
It is proposed to agree the changes:

/********************Start of Change***************/
[bookmark: _Toc54638294][bookmark: _Toc54638788][bookmark: _Toc54639670][bookmark: _Toc54935816]8.5	Conclusion for Key Issue #5
To enable a 5GS to support KI#5(dynamic adjustment to meet the limitation of data rate per network slice in UL and DL), the following new functionalities in the 5GS are needed:
-	Storing of network slice related quota information: If a network slice is subject to a network slice quota on limitation of data rate per network slice in UL and DL, it is assumed that the O&M should have for this network slice the NW Slice maximum data rate quota information. To enable the network slice related quota enforcement, this information is configured and stored to one or more network functions in 5GC.
Editor's note:	It is FFS which network function(s) in 5GC needs to be configured to store the network slice related quota information and how it gets the network slice related quota information.
-	Checking that the aggregated data rate for the network slice: this functionality is part of the 5GC and it collects the aggregated UL and DL data rate for the slice and check against the quota of data rate per network slice. In order to perform accurate control the actual data rate of the network slice are reported from all UPF(s) within the slice. This report can be periodical or triggered by data rate threshold. 
Editor's note:	It is FFS which network function(s) in 5GC should check the network slice quota.
-	Enforcing the network slice related quota on limitation of data rate per network slice in UL and DL: This functionality is part of the 5GC and it ensure that the data rate per slice is not exceeded. If exceeded then this function can take the following actions: a) redistribute the data rates across UEs within the network slice, or b) reject new PDU session establishments or new UE registration. In case of rejection, the function may provide a rejection cause and optionally with a back-off timer.
Editor's note:	It is FFS which network function(s) in 5GC (new NF or existing NF) should enforce the network slice related quota.
Editor's note:	Whether RAN enforcement on this slice quota can be supported depends on RAN WG feedback for KI#3.
NOTE:	Whether to use an existing rejection cause and back-off timer or a new rejection cause and back-off timer, this is to be determined in Stage-3.
/*******************End of Change****************/
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