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Abstract of the contribution: This pCR proposes conclusion regarding steering 
1. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-07 v1.1.0.
* * * * 1st  Change * * * *
8.1
Key Issue #1: Enhancements to Support SNPN along with credentials owned by an entity separate from the SNPN

Editor's note:
This clause will capture conclusions for Key Issue #1.
8.1.x
Steering UE to an target network

The following principles will be used in normative work for steering the UE to the target network:

-
During or after UE registrating to the selected visited network, UE can receive steering information from the home network to trigger UE to make a new network selection to potentially select a higher prioritized SNPN. 

-
The steering information may contain:

-
Indication of whether the home network requests an acknowledgement from the UE for successful reception of the steering of roaming information.

-
An updated list of preferred SNPN(s) for steering or an indication to use the latest preferred SNPN list stored in the UE. 

-
Other optional information which is used for steering (e.g. URSP or new UE policy which includes the preferred SNPN(s) )  can be determined during the normative work. 
-
The steering information can be delivered to the UE via UE parameters update procedure as defined in TS 23.502 clause 4.20.2 or Steering of Roaming (SoR) as defined in TS 23.122 [5] Annex C.   

NOTE: 
Stage 3 work will determine whether to use UPU or SoR or other OTA methods to deliver the steering information.
NOTE: 
How the steering indication information can be delivered with integrity protection for the SNPN when non-3GPP credential being used for primary authentication needs to be determined by SA WG3.

* * * * End of Changes * * * *
