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Abstract of the contribution: This contribution replaces “whitelist” and “blacklist” in Figure 6.17.3.3-1, according to the guidelines for use of inclusive language.
1.	Introduction
During SA#90 a CR to 21.801 was agreed (see SP-201142) clarifying that "3GPP TSs and TRs should not contain non-inclusive terminology". All WGs were requested to avoid such terminology in new specifications and to replace the non-inclusive terms used in all relevant 3GPP specifications per the updated 3GPP drafting rules.
Based on this guidance, this pCR updates Figure 6.17.3.3-1 by replacing “whitelist” and “blacklist” with “allow list” and “block list”, accordingly. Also a hyphen was added in “match-all”.
NOTE: There are nine occurrences of “master” in Solution #27 (clause 6.27) and the related evaluation; however, none of them is used in a "master/slave context and can therefore be kept. 
2.	Proposal
It is proposed to agree the text below for inclusion in TR 23.761.

#####################   START CHANGE ################################
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Figure 6.17.3.3-1 shows the UE can request the RAN and CN to stop paging upon receiving a paging message by responding with a SR that includes a stop paging indication. This indication to stop paging installs a (potentially temporary) match all paging filter in the UE context in AMF and SMF that blocks DL paging. To lift this condition the UE must update the MUSIM Assistance Information by a registration procedure (see 6.17.3.1) including indication to either resume the earlier paging filter or a new paging filter or no paging filter. If the UE is RRC connected with the other USIM in the same or another PLMN, this message procedure first requires creating a long enough gap in the RAN serving the other USIM.





Figure 6.17.3.3-1: UE cause the network to stop paging
NOTE:	The RAN immediately releases the connection when it receives the Stop Paging indication in RRC MSG 5. The AMF does not establish any user plane when the MUSIM assistance Information includes Stop Paging indication.
A PLMN may also be provisioned with a timer that lifts the effects of a stop paging indication, or the UE can provide a UE specific timer if this is used to indicate the intention of the UE to return within the specific time.
#####################   END CHANGE ################################
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3. the AMF stops paging the UE and updates/

stores MUSIM assistance information to include 

an empty whitelist or match all blacklist for 

paging filtering. This may also be provided to 

the SMF to cause the SMF to prevent it from 

sending paging notifications to the AMF.

1. RRC msg 5( Stop paging indicator, NAS Service REQUEST 

(MUSIM Assistance information indicating to stop paging ) )

UE RAN

2. N2 message( NAS Service REQUEST (MUSIM assistance 

information(Stop Paging ) )

4. RRC connection release (stop paging ACK)
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3. the AMF stops paging the UE and updates/stores MUSIM assistance information to include an empty allow list or match-all block list for paging filtering. This may also be provided to the SMF to cause the SMF to prevent it from sending paging notifications to the AMF.
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