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SA2 thanks RAN3 for the LS on PDU Session level "Expected UE activity behaviour" (R3-207223) with the question below that extracted from the LS:
During the discussion, RAN3 discussed two possible interpretations regarding the descriptions in section 5.4.6.2 of TS 23.501.
· Interpretation 1: Both the UE level and PDU session level “Expected UE Activity Behaviour” are provided to the NG-RAN, then the NG-RAN performs the aggregation. 

· Interpretation 2: only the UE level “Expected UE Activity Behaviour” is provided to the NG-RAN. Before that, the AMF performs the aggregation of PDU session level “Expected UE activity behaviour” into UE level. 
Also, especially in case of interpretation 1, it is not clear which exact Expected UE Activity Behaviour parameters are expected to be sent to NG-RAN at UE-level on one side and at PDU-session level on the other side, especially in relation to the table 4.15.6.3-1 of TS 23.502. Currently the Expected UE Activity Behaviour includes the Expected Activity Period, Expected Idle Period and Source of UE Activity Behaviour Information in RAN specification. 

SA2 discussed the above two different interpretations and agreed that interpretation 2 is the one shall be supported in Rel-16 and attached 23.501 CR 2554 is agreed to clarify this.
The parameters that can affect the AMF provided Expected UE activity behaviour are specified as follows: 

Following TS 23.501 clause 5.4.6.2 and TS 23.502 clause 4.15.6.3 and 4.15.6.3a, the AMF may use all parameters in TS 23.502 Table 4.15.6.3-1 and 4.15.6.3a-1, except for the SMF-associated Suggested Number of DL Packets in Network Configuration Parameters, when deriving the input for the UE level Expected UE activity behaviour parameters. 

For SMF originated Expected UE activity behaviour parameters part, according to TS 23.501 clause 5.4.6.2, the AMF may consider any of the parameters in Table 4.15.6.3-1 and 4.15.6.3a-1 except for Expected UE Moving Trajectory and Expected Time and Day of Week in Trajectory which are meant for AMF use.
2. Actions:

To RAN3 group:
ACTION: SA2 kindly requests RAN3 to take the above information into account.
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