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************************************ START OF CHANGE ****************************************
6.2.y
Data Collection from OAM using DCCF

6.2.y.1
General

The Data Collection service offered by a DCCF supports data collection from an OAM. 

A Consumer NF that requires data from an OAM sends a request to collect the data to a DCCF invoking an Ndccf_DataManagement_Request service operation. In the request the Consumer NF includes the following information:

-
Data Type: The type of data required to be retrieved from an OAM , for example, Performance Data File Type

-
Data Type Information: The data required. For example, RFSP data

-
The measurement period of the data

-
Target of reporting (UE, group of UE or any UE) and 

-
OAM information
The DCCF determines the data to be collected from OAM and retrieves the relevant data from the services in the OAM as described in clause 6.2.3 where the DCCF takes the role of the NWDAF.
6.2.y.2
Procedure for Data Collection from OAM using the DCCF
The procedure in Figure 6.2.y.2-1 is used by DCCF to retrieve data from an OAM based on a Consumer NF request.
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Figure 6.2.y.2-1: Data collection from OAM using DCCF
1.
The consumer NF requests data from an OAM by invoking an Ndccf_DataManagement_Request service operation
Editor's Note: The exact format of the Ndccf_DataManagement_Request is FFS
2.
The DCCF determines data are required to be collected from OAM.
3.
The DCCF determines if the data corresponding to the request is available at the DRF.
4.
If data is not available the DCCF retrieves the data from OAM following the procedure described in Figure 6.2.3.2-1.
5.
The DCCF provides the data requested within an Ndccf_DataManagement_Request response service operation according to the conditions specified by the consumer NF in step 1.
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