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Abstract of the contribution: This paper gives the high level description for ProSe direct communicaiton, including broadcast, groupcast, and unicast mode communication; and the changes apply to section 5.3.2, 5.3.3 and 5.3.4 in TS 23.304.
1. Discussion
Give the high level description for three ProSe direct communicaiton modes, which are based on the KI#2 conclusions in TR 23.752.
2. Proposal
It is proposed to agree the following changes into TS 23.304.
* * * * Start of Changes * * * * 

5.3.2
Broadcast mode ProSe Direct Communication

Broadcast mode of ProSe direct communication is supported over NR based PC5 reference point. The transmitting UE in broadcast communication determines the destination Layer-2 ID for broadcast as specified in clause 5.9.2 and assigns itself a source Layer-2 ID. The receiving UE determines the destination Layer-2 ID for broadcast reception as specified in clause 5.9.2. The transmitting UE determines the PC5 QoS parameters for this broadcast as specified in clauses 5.7.1. The transmitting UE sends the service data using the source Layer-2 ID and the destination Layer-2 ID.
5.3.3
Groupcast mode ProSe Direct Communication

Groupcast mode of ProSe direct communication is supported over NR based PC5 reference point. Group management is carried out by the application layer in coordination with Application Server and is out of scope of this specification. For commercial services, the Application Layer Group ID is provide by Application Server; and for public safety services, the pre-configured or provisioned Application Layer Group ID will be used for goupcast communication. The group size and member ID information could be used for groupcast control if it is provided by the application layer.
The transmitting UE in groupcast communication determines a source Layer-2 ID and a destination Layer-2 ID and the receiving UE determines destination Layer-2 ID, as specified in clauses 5.9.2. The destination Layer-2 ID is determined based on the Application Layer Group ID. The transmitting UE determines the PC5 QoS parameters for this groupcast as specified in clauses 5.7.1. The transmitting UE sends the service data using the source Layer-2 ID and the destination Layer-2 ID.
5.3.4
Unicast mode ProSe Direct Communication

Unicast mode of ProSe direct communication is supported over NR based PC5 reference point. A PC5 unicast link between two UEs is established for the ProSe direct communication; and the PC5 unicast link could be maintained, modified, and released according to the application layer requests or communication requirements.
For the PC5 unicast link of the ProSe direct communication, the principal for the PC5 unicast link of V2X communication described in TS 23.287 [2] clause 5.2.1.4 is reused with the following differences:

-
V2X service is replaced by ProSe Application;
-
V2X service type is replaced by ProSe Application ID.
For IP type ProSe direct communication over PC5 reference point, the mechanism for IP address/prefix allocation is described in clause 5.6. The PC5 QoS handling for the unicast mode ProSe direct communication is specified in clauses 5.7.1.
* * * * End of Changes * * * * 
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