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* * * Start of Changes * * * 
[bookmark: _Toc57201455][bookmark: _Toc59101846][bookmark: _Toc50021378][bookmark: _Toc50023885][bookmark: _Toc50309953][bookmark: _Toc50022651][bookmark: _Toc50579685][bookmark: _Toc54786592][bookmark: _Toc50021947][bookmark: _Toc57641493][bookmark: _Toc50023300][bookmark: _Toc54779632][bookmark: _Toc54770280]6.2y.x Reselection of NWDAF due to mobility change
[bookmark: _Toc57641494][bookmark: _Toc50023886][bookmark: _Toc50021948][bookmark: _Toc54770281][bookmark: _Toc57201456][bookmark: _Toc59101847][bookmark: _Toc50579686][bookmark: _Toc54779633][bookmark: _Toc54786593][bookmark: _Toc50309954][bookmark: _Toc50023301][bookmark: _Toc50022652][bookmark: _Toc50021379]6.2y.x.1	Description
If there are multiple NWDAFs deployed in the network, there may be some cases that serving NWDAF of one consumer NF may need to change due to UE mobility event. Upon the change of UE location,  AMF is required to inform the serving NWDAF which has subscribed the UE mobility event notification from AMF, and the serving NWDAF decides whether to continue analysis service or start NWDAF re-selection. An analytics context relocation is indicated from the source NWDAF to the target NWDAF. It is also required to inform the related NWDAF consumer NF the change of NWDAF  to update subscriptions between the NWDAF and the consumer NF. 
[bookmark: _Toc57201457][bookmark: _Toc50021380][bookmark: _Toc54786594][bookmark: _Toc50023302][bookmark: _Toc50021949][bookmark: _Toc50023887][bookmark: _Toc59101848][bookmark: _Toc50579687][bookmark: _Toc50022653][bookmark: _Toc54779634][bookmark: _Toc50309955][bookmark: _Toc57641495][bookmark: _Toc54770282]6.2y.x.2	Procedures
[bookmark: _Toc50023888][bookmark: _Toc54770283][bookmark: _Toc50023303][bookmark: _Toc57641496][bookmark: _Toc50022654][bookmark: _Toc50309956][bookmark: _Toc50021950][bookmark: _Toc57201458][bookmark: _Toc50021381][bookmark: _Toc50579688][bookmark: _Toc59101849][bookmark: _Toc54779635][bookmark: _Toc54786595]6.2y.x.2.1	Re-selection of NWDAF without AMF change


Figure 6.57.2.1-1: Procedure for re-selection of NWDAF without AMF change
1.	Consumer NF sends an analytics subscription to the NWDAF1 by invoking an Nnwdaf_AnalyticsSubscription_Subscribe service; the NWDAF1 subscribes to fetch the network data or management data from the NF(s) or the OAM and the NF(s) or the OAM deliver the network data or management data, as defined in TS 23.288 [5].
2.	The NWDAF1 subscribes the UE mobility event notification from AMF by invoking an Namf_EventExposure_Subscribe service.
3.	UE mobility event is detected by AMF and the AMF notifies the UE mobility event to the NWDAF1 by invoking the Namf_EventExposure_Notify service if the location (e.g. TAI, or cell list) of the UE changes. NWDAF1 determines if the UE location is in the serving area of NWDAF1. If yes, the NWDAF1 could continue the analytics service, otherwise, the NWDAF1 performs step 4-6 to trigger the re-selection of NWDAF.
4.	The NWDAF1 interacts with NRF by sending Nnrf_NFDiscovery_Request to discover an appropriate NWDAF2 for the UE.
5a.	[OPTIONAL] The NWDAF1 invokes the Nnwdaf_AnalyticsRelocation_Request or enhanced Nnwdaf_AnalyticsInfo_Request service to the NWDAF2 to trigger relocation and negotiate the elements need to  be transferred. The NWDAF2 responds to the NWDAF1 with a Nnwdaf_AnalyticsRelocation_Response or Nnwdaf_AnalyticsInfo_Response service operation which includes information on the subscription selected by the NWDAF2.
5b.	The NWDAF1 invokes the Nnwdaf_AnalyticsRelocation_Request or enhanced Nnwdaf_AnalyticsInfo_Request service to the NWDAF2 to transfer subscribed information in analytics context consisting of Subscription ID, Analytics ID, Target of Reporting and Event Reporting Information. The NWDAF2 responds to the NWDAF1 with a Nnwdaf_AnalyticsRelocation_Response or Nnwdaf_AnalyticsInfo Response service operation which confirms the selected subscribed information has been received by the NWDAF2.
6.	The NWDAF1 sends Nnf_EventExposure_Unsubscribe to the NF(s) or the OAM to unsubscribe the fetching the network data.
7.	The NWDAF2 invokes the Nnwdaf_AnalyticsSubscription_Notify service to the consumer NF to notify the release of the subscriptions of NWDAF1 and take over the analytics subscription for the consumer NF.
8.	The NWDAF2 invokes the Nnf_EventExposure_Subscribe service to the source NF(s) or OAM to subscribe the data in the source NF(s) or OAM.
[bookmark: _Toc50022655][bookmark: _Toc50579689][bookmark: _Toc50023304][bookmark: _Toc59101850][bookmark: _Toc57201459][bookmark: _Toc50021382][bookmark: _Toc50021951][bookmark: _Toc57641497][bookmark: _Toc54786596][bookmark: _Toc50023889][bookmark: _Toc50309957][bookmark: _Toc54779636][bookmark: _Toc54770284]6.2y.x.2.2	Re-selection of NWDAF with AMF change


Figure 6.57.2.2-1: Procedure for re-selection of NWDAF with AMF change
1~2.	Steps 1~2 are executed as defined in clause 6.57.2.1.
3.	The AMF2 invokes the Namf_Communication_UEContextTransfer service operation to the AMF1 to fetch the UE context which includes the subscription of the UE mobility event from AMF1.
4~9.	Steps 3~8 are executed as defined in clause 6.57.2.1.

* * *End of Changes * * * 
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