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	Reason for change:
	In Table 5.3.1-1 (Supported UE location information of non-3GPP access), 3 types of non-3GPP access types are mentioned, which are trusted non-3GPP access,  untrusted non-3GPP access and Wireline Access
However, in 4.3.2, it is said
“In this version of the specification, location services are supported for NG-RAN, trusted non-3GPP access and untrusted non-3GPP access.” 
Wireline Access type is missing, based on this description.
It is proposed to use the general term “Non-3GPP access” to include all the 3 types.

	
	

	Summary of change:
	Replace “trusted non-3GPP access and untrusted non-3GPP access” with “Non-3GPP access”.

	
	

	Consequences if not approved:
	Wireline Access type is missing in the scope and misalignment between sections.
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[bookmark: _Toc11145258]* * * First change * * * 
[bookmark: _Toc58920580][bookmark: _Toc20204625][bookmark: _Toc27895331][bookmark: _Toc36192434][bookmark: _Toc27894890][bookmark: _Toc36191968]4.3.1	Access Network
The Access Network is involved in the handling of various positioning procedures including positioning of a target UE, provision of location related information not associated with a particular target UE and transfer of positioning messages between an AMF or LMF and a target UE. The Access Network shall support determination of location estimates in geographical co-ordinates as defined in TS 23.032 [8].
In this version of the specification, location services are supported for NG-RAN, trusted and non-3GPP access and untrusted non-3GPP access.
The LCS specific functionalities of the radio access network elements are specified in TS 38.305 [9] for NG-RAN.
* * * End of changes * * * 

