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[bookmark: _Toc20204054][bookmark: _Toc27894742][bookmark: _Toc36191809][bookmark: _Toc45193267][bookmark: _Toc47592899][bookmark: _Toc51834986][bookmark: _Toc51835928]4.23.16	Handover of a PDU Session procedure between 3GPP and untrusted non-3GPP access
[bookmark: _Toc45193268][bookmark: _Toc47592900][bookmark: _Toc51834987][bookmark: _Toc51835929]4.23.16.1	Handover of a PDU Session procedure from untrusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout)
The following impacts are applicable to clause 4.9.2.1 when a PDU Session is handover from untrusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout):
-	Step2: The UE performs a PDU Session Establishment procedure with the PDU Session ID of the PDU Session to be moved as specified clause 4.23.5.1 and an I-SMF and an I-UPF may be selected and inserted for this PDU. If I-SMF is selected, in the Nsmf_PDUSession_Create Response the SMF shall include all QoS information for the QoS Flow(s) applicable to the PDU Session for the target access so that when sending the PDU Session Establishment Accept, within the N1 SM container and in the N2 SM information, the I-SMF can include all QoS information (e.g. QoS Rule(s) in N1 SM container, QFI(s) and QoS Profile(s) in N2 SM information) for the QoS Flow(s).
[bookmark: _Toc45193270][bookmark: _Toc47592902][bookmark: _Toc51834989][bookmark: _Toc51835931]4.23.16.3	Handover of a PDU Session procedure from untrusted non-3GPP to 3GPP access (home routed roaming)
[bookmark: _Toc45193271][bookmark: _Toc47592903][bookmark: _Toc51834990][bookmark: _Toc51835932]4.23.16.3.1	The target AMF is in the PLMN of the N3IWF
The following impacts are applicable to clause 4.9.2.3.2 1 when a PDU Session is handover from untrusted non-3GPP to 3GPP access (home routed roaming) and target AMF is in the PLMN of the N3IWF:	Comment by 作者: Should it be 4.9.2.3.1? for 4.9.2.3.2, the V-SMF is always different.
-	Step2: The UE performs a PDU Session Establishment procedure with the PDU Session ID of the PDU Session to be moved as specified clause 4.23.5.1. A different V-SMF and a different V-UPF may be selected for the PDU Session. 
If a new V-SMF is selected, in the Nsmf_PDUSession_Create Response the H-SMF shall include all QoS information for the QoS Flow(s) applicable to the PDU Session for the target access so that when sending the PDU Session Establishment Accept, within the N1 SM container and in the N2 SM information, the V-SMF can include all QoS information (e.g. QoS Rule(s) in N1 SM container, QFI(s) and QoS Profile(s) in N2 SM information) for the QoS Flow(s) acceptable according to VPLMN policies.
-	(additional) Step 4: If a new V-SMF and a new V-UPF are selected for the PDU Session, the step 3a and 14 in clause 4.3.4.3 are performed to release the resource in the old V-SMF and old V-UPF.
The steps 2 to 4 shall be repeated for all PDU Sessions to be moved from to untrusted non-3GPP access to 3GPP access.
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