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1. Overall Description:

At SA2#141E e-meeting, SA2 approved an LS S2-2007825 with an attachment of a Rel-16 CR S2-2008237 (CR 2413) to clarify on the reporting frequency parameter, where it states:
The SMF provides the QoS Monitoring reporting frequency IE to the RAN, and RAN is required to report the RAN part of delay result according to the QoS Monitoring reporting frequency. This reporting frequency can be used by RAN to determine the frequency with which the RAN reports to the 5GC the packet delay measurement of RAN part. The measurement period of RAN part of delay is up to RAN’s implementation.

However, this CR was postponed by SA#90E e-meeting and SA2 were asked to review this topic again. After further discussion in SA2, SA2 decides to keep the existing specification as it is, as excerpted below from the subclause 4.3.3.2 of the TS 23.502:
In the case of receiving the QoS Monitoring indication, the RAN enables the RAN part of UL/DL packet delay measurement for the QoS Flow and the QoS Monitoring reporting frequency is used by RAN to determine the packet delay measurement frequency of the RAN part.
2. Actions:
To RAN WG3 and CT WG4
ACTION: 

SA2 kindly asks RAN3 and CT4 to take the above information into consideration and update their specifications accordingly.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting #144E

April 12-16, 2021


Elbonia
