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FIRST CHANGE
[bookmark: _Hlk65776212]4.15.6.X	EC session parameter for aApplication guidance for URSP determination 	Comment by Ericsson. M.L.Mas: Make more generic, not restricting to domains, since there are other forms of application traffic descriptors, and the AF input needs to support those as well (Solution #1).

This clause describes the procedures to allow an AF to provide guidance for URSP determinationEC to 5G system via NEF and therefore influence PCF decisions for URSP rules. The AF may belong to the operator or to an external party. The PCF considered in this clause is in the Home PLMN as it is the PCF that determines the URSP for the UE.
NOTE 1:	The operator can negotiate with external party (typically a Corporate represented by an AF) dedicated DNN(s) and/or S-NSSAI(s) for the traffic of UE(s) of this external party. UE(s) of the external party can be identified by a group identifier. 
The guidance for URSP determination may be used to provide 5GC with guidance for the URSPs depending on the UE location. This is further described in TS 23.548 [xx].	Comment by LaeYoung (LG Electronics): I moved this down as 3)
For providing guidance for URSP determinationEC session parameters for application, the procedure defined in clause 4.15.6.7 is performed with the following considerations:
1)	Service Description indicates an AF Identifier.
[bookmark: _Hlk65777045]2)	Service Parameters.
Information on the DNAF guidance priorities for URSP determination  appDomains which consists of a list of rules that each associates an application matching the application traffic descriptor with requested features for the candidate PDU sessions the application traffic may use: :
-	An application traffic descriptor, whose definition corresponds to that of the URSP Traffic Descriptors (as defined for the URSP rule in TS 23.503[4] Table 6.6.2.1-2) thus containing a traffic matching priority.
-	one or more sets of Route selection parameters, each parameter may correspond to:
-	(DNN, S-NSSAI). This may be provided by the AF or determined by the NEF based on the AF Identifier when it is not provided by the AF and the AF provides only one instance of AF prioritized guidance for URSP determinationEC session parameter
Editors Note: it is FFS whether the AF can provide : SSC mode.
.-	a default Route selection DN precedence priority value to be used for the application traffic when Route selection precedence with a corresponding spatial validity condition is not provided.
-	Route selection precedence with a corresponding spatial validity condition that indicates where the Route selection parameters apply. This may correspond to a geographical area (i.e. geographic zone identifier) or a (set of) DNAI.	Comment by Ericsson. M.L.Mas: We do not agree to add (set of)DNAIs to the spatial validity condition that indicates where the Route selection parameters apply. URSPs will be provisioned with only geographical location that UE understands, and by adding DNAI to the interface we require to extend to more entities (PCF/NEF) the understanding of DNAIs and how that relates to geographical information i.e. to replicate configuration or add mechanisms to obtain such information only for this purpose. 

Editors Note: it is FFS whether the spatial validity condition may include DNAI(s). DNAI would be translated into identifiers that the UE can handle such as Cell Id(s) and TAI(s) 

NOTE 2:	The different sets of Route selection parameters indicate different sets of PDU Session information (DNN, S-NSSAI) that can be associated with applications matching the application traffic descriptor. Each set is meant to apply for a specific (set of) spatial validity condition. Each set is associated with a Route selection precedence to cope with the case where multiple spatial validity conditions overlap. 
	Comment by HW_Hui_d1: Isn't this clarified in above paragraph?
An AF may provide information about the relative precedence of (DNN, S-NSSAI), used to reach different application domains (appDomains) represented by sets of FQDN(s)......

If the AF provides a geographical area as spatial validity condition, it is up to the NEF or PCF  to transform this information into 3GPP identifiers (e.g. TAI(s)).	Comment by HW_Hui_d1: This is a general issue for NEF not only for this DN priority. Should be addressed in a more general place if not yet.
Editors Note: it is FFS whether the spatial would be translated by NEF or PCF
NEF may, based on local configuration, complement missing service parameters.
NOTE 3:	AF guidance for application traffic EC session parameter for application are is not related with 5G VN group
3)	The AF request may be associated with a specific UE, or a group of UE(s) or any UE that the AF request may be associated with.
The usage of the AF guidance for application traffic EC session parameter for application is described in clause 6.6.2.x6.2.4. in TS 23.503 548 [4x].

NEXT CHANGE (2)
[bookmark: _Toc20204563][bookmark: _Toc27895263][bookmark: _Toc36192361][bookmark: _Toc45193474][bookmark: _Toc47593106][bookmark: _Toc51835193][bookmark: _Toc59101019]5.2.6.11.2	Nnef_ServiceParameter_Create operation
Service operation name: Nnef_ServiceParameter_Create
Description: The consumer stores service specific parameters in the UDR via the NEF.
Inputs, Required: Service Descriptor (e.g. the combination of DNN and S-NSSAI, an AF-Service-Identifier or an application identifier)
Inputs, Optional: Service Parameters and Target UE identifiers (e.g. the address (IP or Ethernet) of the UE if available, GPSI if available, External Group Identifier if available)	Comment by LaeYoung (LG Electronics): not needed because already supported.

4.15.6.7	Service specific parameter provisioning
3)	Target UE(s) or a group of UEs.
	Target UE(s) or a group of UEs indicate the UE(s) who the Service Parameters shall be delivered to. Individual UEs can be identified by GPSI, or an IP address/Prefix or a MAC address. Groups of UEs can be identified by an External Group Identifiers as defined in TS 23.682 [23]. If identifiers of target UE(s) or a group of UEs are not provided, then the Service Parameters shall be delived to any UEs using the service identified by the Service Description.
If identifiers of target UE(s) or a group of UEs are not provided, then the Service Parameters shall correspond to any UEs using the service identified by the Service Description.

Outputs, Required: Transaction Reference ID, operation execution result indication.
Outputs, Optional: None.
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