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1. Overall Description:
[bookmark: _Hlk46758011]SA2 have discussed CT3’s LS and concluded that if a data connection (PDU Session or PDN connection to a DNN/APN) is allowed for 5GS-EPS interworking and access to the DN is to be controlled by a DN server, the DN server control is to apply regardless of whether the data connection is being established over EPC or over 5GC;
For this purpose, SA2 is planning to do stage 2 work and expect to complete in Q2;

About CT3 questions for the 5GS and EPS interworking scenarios:
1) Whether EAP based secondary authorization/ authentication is also applicable for EPS, when the UE supports EAP.
SA2 answer: if the data connection is allowed for 5GS-EPS interworking and access to the DN is to be controlled by a DN server, the DN server control is to apply regardless of whether the data connection is being established over EPC or over 5GC; This assumes that only SMF+PGW-c serve such data connections.

2) When the DN-AAA server initiates EAP based re-authorization but UE has moved from 5GS to EPS, whether such re-authorization will be supported. 
SA2 answer: yes

3) If only PAP/CHAP based secondary authorization/ authentication is applicable in EPS, how to handle the case when the DN-AAA server initiates EAP based re-authorization but UE has moved from 5GS to EPS. 
SA2 answer: This scenario is not valid because the UE(supporting 4G+5G) first register to 5GS and the SMF+PGW-C should be selected, under this condition the EPS should also both EAP and PAP/CHAP.If only PAP/CHAP based secondary authorization/ authentication is supported by the UE, access to a DN that requires more advanced security like EAP based (re-)authorization is not allowed.
 


2. Actions:
To CT3, SA3, CT1, CT4:
ACTION: 	SA2 kindly asks CT3, SA3, CT1, CT4 to take the above information into account.
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