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* * * * Start of 1st Change * * * * 
[bookmark: _Toc20149769][bookmark: _Toc27846561][bookmark: _Toc36187686][bookmark: _Toc45183590][bookmark: _Toc47342432][bookmark: _Toc51769132][bookmark: _Toc59095482]5.6.5	Support for Local Area Data Network
The access to a DN via a PDU Session for a LADN is only available in a specific LADN service area. A LADN service area is a set of Tracking Areas. LADN is a service provided by the serving PLMN. It includes:
-	LADN service applies only to 3GPP accesses and does not apply in Home Routed case.
-	Based on configuration, an LADN service may or may not apply to MA PDU Sessions (see clause 5.32.1).
-	The usage of LADN DNN requires an explicit subscription to this DNN or subscription to a wildcard DNN.
-	Whether a DNN corresponds to a LADN service is an attribute of a DNN and is per PLMN.
The UE is configured to know whether a DNN is a LADN DNN on a per-PLMN basis, and an association between application and LADN DNN. The configured association is considered to be a UE local configuration defined in TS 23.503 [45]. Alternatively, the UE gets the information whether a DNN is a LADN DNN from LADN Information during (re‑)registration procedure as described in this clause.
NOTE 1:	No other procedure for configuring the UE to know whether a DNN is a LADN DNN is defined in this release of the specifications.
NOTE 2:	The procedure for configuring the UE to know an association between application and LADN DNN is not defined in this release of the specifications.
LADN service area and LADN DNN are configured in the AMF on a per DN basis, i.e. for different UEs accessing the same LADN, the configured LADN service area is the same regardless of other factors (e.g. UE's Registration Area or UE subscription).
NOTE 3:	If a LADN is not available in any TA of an AMF's service area, the AMF is not required to be configured with any LADN related information for that DNN.
NOTE x: If the MNO allows the establishment of MA PDU Sessions for LADN, the LADN service can be served over both 3GPP access and non-3GPP access when the UE is registered or reachable via 3GPP access.
LADN Information (i.e. LADN Service Area Information and LADN DNN) is provided by AMF to the UE during the Registration procedure or UE Configuration Update procedure. For each LADN DNN configured in the AMF, the corresponding LADN Service Area Information includes a set of Tracking Areas that belong to the Registration Area that the AMF assigns to the UE (i.e. the intersection of the LADN service area and the assigned Registration Area). 
If the MNO does not allow the establishment of MA PDU Sessions for LADN, Tthe AMF shall not create Registration Area based on the availability of LADNs.
NOTE 4:	If the MNO does not allow the establishment of MA PDU Sessions for LADN, iIt is thus possible that the LADN Service Area Information sent by the AMF to the UE contains only a sub-set of the full LADN service area as the LADN service area can contain TA(s) outside of the registration area of the UE or outside of the area served by the AMF.
NOTE 5:	If the MNO allows the establishment of MA PDU Sessions for LADN, it may be further configured that the Registration Areas are reconfigured consistently with the LADN service areas
When the UE performs a successful (re-)registration procedure, the AMF may provide to the UE, based on local configuration (e.g. via OAM) about LADN, on UE location, and on UE subscription information received from the UDM about subscribed DNN(s), the LADN Information for the list of LADN available to the UE in that Registration Area in the Registration Accept message.
The UE may provide either the LADN DNN(s) to retrieve the LADN Information for the indicated LADN DNN(s) or an indication of Requesting LADN Information to retrieve the LADN Information for all LADN(s) available in the current Registration Area.
The list of LADN is determined as follows:
-	If neither LADN DNN nor an indication of requesting LADN Information is provided in the Registration Request message, the list of LADN is the LADN DNN(s) in subscribed DNN list except for wildcard DNN.
-	If the UE provides LADN DNN(s) in the Registration Request message, the list of LADN is LADN DNN(s) the UE requested if the UE subscribed DNN(s) includes the requested LADN DNN or if a wildcard DNN is included in the UE's subscription data.
NOTE 65:	It is assumed that an application can use only one LADN DNN at a time.
-	If the UE provides an indication of requesting LADN Information in the Registration Request message, the list of LADN is all the LADN DNN(s) configured in the AMF if the wildcard DNN is subscribed, or the LADN DNN(s) which is in subscribed DNN list and no wildcard DNN is subscribed.
The UE considers the retrieved LADN Information valid only for the registered PLMN and the E-PLMN(s) if the LADN Service Area Information includes Tracking Areas that belong to E-PLMN(s). Additionally, an LADN DNN discovered by the UE via the retrieved LADN Information is considered an LADN DNN also in the E-PLMNs of the Registered PLMN, i.e. the UE can request LADN Information for the discovered LADN DNN in the E-PLMNs.
During the subsequent Registration procedure, if the network does not provide LADN Information for a DNN, the UE deletes any LADN Information for that DNN.
When the LADN Information for the UE in the 5GC is changed, the AMF shall update LADN Information to the UE through UE Configuration Update/Registration procedure as described in clause 4.2.4/4.2.2.2.2 in TS 23.502 [3].
When receiving PDU Session Establishment with LADN DNN or Service Request for the established PDU Session corresponding to LADN, the AMF determines UE presence in LADN service area and forwards it to the SMF if the requested DNN is configured at the AMF as a LADN DNN.
Based on the LADN Service Area Information in the UE, the UE determines whether it is in or out of a LADN service area. If the UE does not have the LADN Service Area Information for a LADN DNN, the UE shall consider it is out of the LADN service area.
The UE takes actions as follows:
a)	When the UE is out of a LADN service area, the UE:
-	shall not request to activate UP connection of a PDU Session for this LADN DNN;
-	shall not establish/modify a PDU Session for this LADN DNN (except for PS Data Off status change reporting for an established PDU Session);
-	need not release any existing PDU Session for this LADN DNN unless UE receives explicit SM PDU Session Release Request message from the network.
b)	When the UE is in a LADN service area, the UE:
-	may request a PDU Session Establishment/Modification for this LADN DNN;
-	may request to activate UP connection of the existing PDU Session for this LADN DNN.
-	may request to activate UP connection of the existing MA PDU Session for this LADN DNN.
The SMF supporting a DNN is configured with information about whether this DNN is a LADN DNN or not.
When receiving SM request corresponding an LADN from the AMF, the SMF determines whether the UE is inside LADN service area based on the indication (i.e. UE Presence in LADN service area) received from the AMF. If the SMF does not receive the indication, the SMF considers that the UE is outside of the LADN service area. The SMF shall reject the request if the UE is outside of the LADN service area.
When the SMF receives a request for PDU Session Establishment with the LADN DNN, it shall subscribe to "UE mobility event notification" for reporting UE presence in Area of Interest by providing LADN DNN to the AMF as described in clauses 5.6.11 and 5.3.4.4.
[bookmark: OLE_LINK138][bookmark: OLE_LINK139]Based on the notification about the UE presence in LADN service area notified by AMF (i.e. IN, OUT, or UNKNOWN), the SMF takes actions as follows based on operator's policy:
a)	When SMF is informed that the UE presence in a LADN service area is OUT, the SMF shall:
-	release the PDU Session immediately; or
-	deactivate the user plane connection for the PDU Session with maintaining the PDU Session and ensure the Data Notification is disabled and the SMF may release the PDU Session if the SMF is not informed that the UE moves into the LADN service area after a period.
NOTE xx: If an MA PDU Session has established for LADN service, the above actions shall be taken on both 3GPP access and non-3GPP access.
b)	When SMF is informed that the UE presence a LADN service area is IN, the SMF shall:
-	ensure that Data Notification is enabled.
-	trigger the Network triggered Service Request procedure for a LADN PDU Session to active the UP connection when the SMF receives downlink data or Data Notification from UPF.
NOTE xy: If an MA PDU Session has established for LADN service, the above actions shall be taken only when the UE is reachable via 3GPP access.
c)	When the SMF is informed that the UE presence in a LADN service area is UNKNOWN, the SMF may:
-	ensure that Data Notification is enabled.
-	trigger the Network triggered Service Request procedure for a LADN PDU Session to active the UP connection when the SMF receives downlink data or Data Notification from UPF.

* * * * Start of 2nd Change * * * * 
[bookmark: _Toc20150132][bookmark: _Toc27846934][bookmark: _Toc36188065][bookmark: _Toc45183970][bookmark: _Toc47342812][bookmark: _Toc51769514][bookmark: _Toc51829581]5.32.1	General
The ATSSS feature is an optional feature that may be supported by the UE and the 5GC network.
The ATSSS feature enables a multi-access PDU Connectivity Service, which can exchange PDUs between the UE and a data network by simultaneously using one 3GPP access network and one non-3GPP access network and two independent N3/N9 tunnels between the PSA and RAN/AN. The multi-access PDU Connectivity Service is realized by establishing a Multi-Access PDU (MA PDU) Session, i.e. a PDU Session that may have user-plane resources on two access networks.
The UE may request a MA PDU Session when the UE is registered via both 3GPP and non-3GPP accesses, or when the UE is registered via one access only.
After the establishment of a MA PDU Session, and when there are user-plane resources on both access networks, the UE applies network-provided policy (i.e. ATSSS rules) and considers local conditions (such as network interface availability, signal loss conditions, user preferences, etc.) for deciding how to distribute the uplink traffic across the two access networks. Similarly, the UPF anchor of the MA PDU Session applies network-provided policy (i.e. N4 rules) and feedback information received from the UE via the user-plane (such as access network Unavailability or Availability) for deciding how to distribute the downlink traffic across the two N3/N9 tunnels and two access networks. When there are user-plane resources on only one access network, the UE applies the ATSSS rules and considers local conditions for triggering the establishment or activation of the user plane resources over another access.
The type of a MA PDU Session may be one of the following types defined in clause 5.6.1: IPv4, IPv6, IPv4v6, and Ethernet. In this release of the specification, the Unstructured type is not supported. The clause 5.32.6.2.1 and the clause 5.32.6.3.1 below define what Steering Functionalities can be used for each supported type of a MA PDU Session.
The handling of 3GPP PS Data Off feature for MA PDU Session is specified in clause 5.24.
The ATSSS feature can be supported over any type of access network, including untrusted and trusted non-3GPP access networks (see clauses 4.2.8 and 5.5), wireline 5G access networks (see clause 4.2.8), etc., as long as a MA PDU Session can be established over this type of access network.
In this Release of the specification, a MA PDU Session using IPv6 multi-homing (see clause 5.6.4.3) or UL Classifier (see clause 5.6.4.2) is not specified.
In this Release of the specification, support for ATSSS assumes SMF Service Areas covering the whole PLMN or that a MA PDU Session is released over both accesses when the UE moves out of the SMF Service Area.
Based on configuration, the network decides whether to support or not MA PDU sessions for LADN and may decide to:
-	allow the establishment of MA PDU sessions for certain LADNs. 
NOTE 1:	In this case, it may be further configured that the Registration Areas are reconfigured consistently with the LAND Service Areas of the given LADNs.
-	not allow the establishment of MA PDU sessions for certain LADNs. In that case if the AMF receives a request to establish a MA PDU Session for a LADN DNN, the AMF shall reject the request.
If the UE, due to mobility, moves from being served by a source AMF supporting ATSSS to a target AMF not supporting ATSSS, the MA PDU Session is released as described in TS 23.502 [3].
NOTE 2:	Deployment of ATSSS that is homogeneous per PLMN or network slice enables consistent behavior. In the case of non-homogenous support of ATSSS in a PLMN/slice (i.e. some NFs in a PLMN/slice may not support ATSSS), MA PDU Sessions can be released due to UE mobility.
The following clauses specify the functionality that enables ATSSS.

* * * * End of Changes * * * *

