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Abstract of the contribution: This paper describes chapter 6.2 in TS 23.247, Local MBS Service
1.
Discussion

This paper provides high level functional description for local MBS service including location-dependent service.

2. 
Proposal

It is proposed to capture the following in TS 23.247.
* * * Start of change, ALL TEXT ARE NEW * * * 
6.2
Local MBS Service

A Local MBS service is an MBS service provided in one or several MBS service area(s)
. An MBS service area is identified by a cell list or a tracking area list. Only UEs within the MBS service area may receive content data, while UEs outside the MBS service area are not allowed to receive location specific content. For multicast communication, UEs outside the MBS service area are not allowed to join the MBS service, and UEs moving out of the MBS service area shall be removed from the MBS service distribution list.

A location dependent MBS service is a local MBS service is provided in several MBS service areas and 
 enables distribution of different content data to different MBS service areas.  The same MBS Session ID is used but a different area session ID is used for each location area. The area session ID is used, in combination with MBS Session ID, to uniquely identify the MBS service within the location area. The network is aware of the location-dependent content distribution for the location dependent MBS services, while UEs are only of the MBS service. When UEs move to a new MBS service areas, content data from the new MBS service areas shall be delivered to the UE.

NOTE 1: An example of Location-dependent MBS service is a nationwide weather forecast service with local weather reports. 

· * * * End of changes * * * 

�This is possible for any service but not a necessary condition


�Interesting terminology proposal, but would have implications in many places where we describe a UE joining a service, not a service group. Thus my rewording proposal.
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