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1. Overall Description:
SA2 thanks SA4 for the questions. SA2 would like to answer them as below:

1:	When invoking the Nnef_AFSessionWithQoS method, is it possible to use the application identifier (as a reference to a set of PFDs) instead of the flow description?

[bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: OLE_LINK23][bookmark: OLE_LINK24]3:	When invoking a particular policy using Nnef_AFSessionWithQoS, is it possible to provide the DNN, the S-NSSAI, and/or a reference to the server domain name for the purposes of traffic identification?

NOTE:	The same questions apply to Nnef_ChargeableThird Party API.
[bookmark: OLE_LINK20]SA2 Answer: As described in clause 5.2.6.8 and 5.2.6.9 of TS 23.502 (Release 16), application identifier is not an alternative. DNN, the S-NSSAI, and/or a reference to the server domain name cannot be used as traffic identification. Whether SA2 will support the above features in the future release is based on further discussion. 

2. Actions:
To SA4 group.
ACTION: 	SA2 asks SA4 group to 
Kindly take the above information into account.

3. Date of Next TSG SA WG2 Meetings:
[bookmark: OLE_LINK107][bookmark: OLE_LINK108]TSG-SA2 Meeting #144E		April 12 – 16, 2021			Elbonia
TSG-SA2 Meeting #145E		May 17 – 28, 2021			Elbonia


